
Function.//

Recessed
Multiples
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Function.//

Recessed
Multiples

A M I G O  1 5 W 6 -  25

A M I G O  2 6 W 26 -  45

L E D  1 5 W 46 -  59

L E D  2 6 W 60 -  73

G U 1 0 74 -  85

P A R 2 0 86 -  93

P A R 3 0 94 -  105

D I F F U S E D  L E N S 106 -  1 17

L I N E A R  P A N E L 1 18 -  123

H O U S I N G  S P E C S

S A N T O

N Y M A R K

V I S I O N

V E N U E

T R I M  I N S T A L L A T I O N

T R I M L E S S  I N S T A L L A T I O N

S U R F A C E  M U L T I P L E 

124 -  133

138 -  139

140 -  141

142 -  145

146 -  147

134

135
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R E C E S S E D
M U L T I P L E S
&
D O W N L I G H T S
Energy efficient hidden light sources for discreet illumination for all 

spaces. Designed for both commercial and residential applications, 

our recessed lighting provides essential directional lighting with a 

contemporary flare. With LED technologies constantly evolving, 

our new recessed collections emphasize these solutions. 
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Downlight Gimbal
Tilt: 30°

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W LED

6 W W W. E U R O FA S E . C O M



7

REC
ESSED

 M
U

LTIP
LES &

 D
O

W
N

LIG
H

TS
  -  A

M
IG

O
 15W

28721

28717

28722

28718

28719

28715

28720

28716

31765

36024

31763

36025

31766

36026

31764

36027

PG 8

PG 16

PG 9

PG 17

PG 10

PG 18

PG 11

PG 19

PG 12

PG 20

PG 13

PG 21

PG 14

PG 22

PG 15

PG 23

GIMBALDOWNLIGHT

GIMBALDOWNLIGHT

TRIM

TRIMLESS

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15WLED
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LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	3 1/4”L x 3 1/4”W
• Fixture: 3 7/8”L x 3 7/8”W x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

3 1/4”L x 3 1/4”W

ORDERING GUIDE

EXAMPLE: 28721-30-025

-30	3000K
-35	3500K

-025 Black
-017 White

28721
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 1290lm 3000K / 3500K TRIAC 90+ 40°

FINISHES

-017 White

-025 Black

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 30535-015	 NEW CONSTRUCTION PLATE 	 30531-021	 AIRTIGHT IC BOX
	 30531-017	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 3 1/4”L x 3 1/4”W

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 3 1/4”L x 3 1/4”W

3 7/8”

3 7/8”

4 1/8”

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W DOWNLIGHT

28721

LED

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	3 1/4”L x 3 1/4”W
• Fixture: 3 7/8”L x 3 7/8”W x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

3 1/4”L x 3 1/4”W

ORDERING GUIDE

EXAMPLE: 28722-30-021

-30	3000K
-35	3500K

-021 Black
-014 White

28722
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE TILT

15W 1290lm 3000K / 3500K TRIAC 90+ 40° 30°

FINISHES

-014 White

-021 Black

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 30535-015	 NEW CONSTRUCTION PLATE 	 30531-021	 AIRTIGHT IC BOX
	 30531-017	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 3 1/4”L x 3 1/4”W

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 3 1/4”L x 3 1/4”W

3 7/8”

3 7/8”

30˚

4 1/8”

28722

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W GIMBAL

More detailed specification information and performance data is available at www.eurofase.com

LED
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LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	ø3 1/4”
• Fixture: ø3 7/8” x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ø3 1/4”

ORDERING GUIDE

EXAMPLE: 28719-30-028

-30	3000K
-35	3500K

-028 Black
-014 White

28719
MODEL FINISHKELVIN

SPECIFICATIONS

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 1290lm 3000K / 3500K TRIAC 90+ 40°

FINISHES

-014 White

-028 Black

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 30534-018	 NEW CONSTRUCTION PLATE 	 30530-026	 AIRTIGHT IC BOX
	 30530-010	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 ø3 1/4”

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 ø3 1/4”

4 1/8”

ø3 7/8”

28719

LED

Driver 
Box included

PRODUCT DIMENSIONS

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W DOWNLIGHT

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	ø3 1/4”
• Fixture: ø3 7/8” x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 28720-30-021

-30	3000K
-35	3500K

-021 Black
-010 White

28720
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

30˚

4 1/8”

ø3 7/8”

28720

LED

FINISHES

-010 White

-021 Black

	 30534-018	 NEW CONSTRUCTION PLATE 	 30530-026	 AIRTIGHT IC BOX
	 30530-010	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 ø3 1/4”

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 ø3 1/4”

ø3 1/4”

Driver 
Box included

PRODUCT DIMENSIONS

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE TILT

15W 1290lm 3000K / 3500K TRIAC 90+ 40° 30°

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W GIMBAL

More detailed specification information and performance data is available at www.eurofase.com
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 4 1/8" 

 7 5/16" 

 3 7/8" 

LAMPING
• 2 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 2580lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	6 13/16”L x 3 3/8”W
• Fixture: 7 5/16”L x 3 7/8”W x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 31765-30-028

-30	3000K
-35	3500K

-028 Black
-015 White

31765
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 31877-015	 NEW CONSTRUCTION PLATE 	 31879-023	 AIRTIGHT IC BOX
	 31879-019	 INSULATED CEILING BOX

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 13/16”L x 3 3/8”W

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 13/16”L x 3 3/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W DOWNLIGHT

31765

LED

FINISHES

-015 White

-028 Black

6 13/16”L x 3 3/8”W

Driver 
Box included

PRODUCT DIMENSIONS

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 2580lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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 4 1/8" 

 30° 

 7 5/16" 

 3 7/8" 

6 13/16”L x 3 3/8”W

LAMPING
• 2 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 2580lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	6 13/16”L x 3 3/8”W
• Fixture: 7 5/16”L x 3 7/8”W x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 31763-30-023

-30	3000K
-35	3500K

-023 Black
-011 White

31763
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

31763

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W GIMBAL

LED

FINISHES

-011 White

-023 Black

	 31877-015	 NEW CONSTRUCTION PLATE

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 13/16”L x 3 3/8”W

	 31879-023	 AIRTIGHT IC BOX
	 31879-019	 INSULATED CEILING BOX

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 13/16”L x 3 3/8”W

Driver 
Box included

PRODUCT DIMENSIONS

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

15W 2580lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 3 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 3870lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	10 1/4”L x 3 3/8”W
• Fixture: 10 3/4”L x 3 7/8”W x 4 1/8”H

PHOTOMETRICS
• See pg 25

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 31766-30-024

-30	3000K
-35	3500K

-024 Black
-012 White

31766
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 31878-012	 NEW CONSTRUCTION PLATE 	 31880-026	 AIRTIGHT IC BOX
	 31880-015	 INSULATED CEILING BOX

Dimension	25”L x 12”W x 1 3/8”H
Cut Hole	 10 1/4”L x 3 3/8”W

Dimension	25”L x 12”W x 11 1/2”H
Cut Hole	 10 1/4”L x 3 3/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W DOWNLIGHT

31766

LED

FINISHES

-012 White

-024 Black

10 1/4”L x 3 3/8”W

 3 7/8" 

 4 1/8" 

 10 3/4" 

PRODUCT DIMENSIONS

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 3870lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com



15

REC
ESSED

 M
U

LTIP
LES &

 D
O

W
N

LIG
H

TS
  -  A

M
IG

O
 15W

 30° 
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 10 3/4" 

 3 7/8" 

10 1/4”L x 3 3/8”W

LAMPING
• 3 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 3870lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	10 1/4”L x 3 3/8”W
• Fixture: 10 3/4”L x 3 7/8”W x 4 1/8”H

PHOTOMETRICS
• See pg 25

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 31764-30-022

-30	3000K
-35	3500K

-022 Black
-018 White

31764
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

31764

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W GIMBAL

LED

FINISHES

-018 White

-022 Black

	 31878-012	 NEW CONSTRUCTION PLATE

Dimension	25”L x 12”W x 1 3/8”H
Cut Hole	 10 1/4”L x 3 3/8”W

	 31880-026	 AIRTIGHT IC BOX
	 31880-015	 INSULATED CEILING BOX

Dimension	25”L x 12”W x 11 1/2”H
Cut Hole	 10 1/4”L x 3 3/8”W

PRODUCT DIMENSIONS

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

15W 3870lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	3”L x 3”W
• Fixture: ø2 3/4” x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 28717-30-024

-30	3000K
-35	3500K

-024 Black
-010 White

28717
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 30536-012	 NEW CONSTRUCTION PLATE 	 30532-023	 AIRTIGHT IC BOX
	 30532-014	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 3”L x 3”W

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 3”L x 3”W

4 1/8”

1 1/16”

2 3/4”

2 3/4”

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS DOWNLIGHT

28717

LED

FINISHES

-010 White

-024 Black

3”L x 3”W

Driver 
Box included

PRODUCT DIMENSIONS

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 1290lm 3000K / 3500K TRIAC 90+ 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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4 1/8”

30˚

1 1/16”

2 3/4”

2 3/4”

4 1/8”

30˚

1 1/16”

2 3/4”

2 3/4”

3”L x 3”W

LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	3”L x 3”W
• Fixture: ø2 3/4” x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 28718-30-017

-30	3000K
-35	3500K

-028 Black
-017 White

28718
MODEL FINISHKELVIN

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

28718

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS GIMBAL

LED

	 30536-012	 NEW CONSTRUCTION PLATE

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 3”L x 3”W

	 30532-023	 AIRTIGHT IC BOX
	 30532-014	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 3”L x 3”W

FINISHES

-017 White

-028 Black

Driver 
Box included

PRODUCT DIMENSIONS

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE TILT

15W 1290lm 3000K / 3500K TRIAC 90+ 40° 30°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole: ø3”
• Fixture: ø2 3/4” x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 28715-30-024

-30	3000K
-35	3500K

-024 Black
-016 White

28715
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 30537-019	 NEW CONSTRUCTION PLATE 	 30533-028	 AIRTIGHT IC BOX
	 30533-011	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 ø3”

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 ø3”

4 1/8”

1 1/16”

 ø2 3/4”

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS DOWNLIGHT

28715

LED

FINISHES

-016 White

-024 Black

ø3”

Driver 
Box included

Mesh Plate included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 1290lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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FINISHES

-013 White

-028 Black

4 1/8”

30˚

1 1/16”

 ø2 3/4”

4 1/8”

30˚

1 1/16”

 ø2 3/4”

LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	ø3”
• Fixture: ø2 3/4” x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 28716-30-028

-30	3000K
-35	3500K

-028 Black
-013 White

28716
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

28716

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS GIMBAL

LED

	 30537-019	 NEW CONSTRUCTION PLATE

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 ø3”

	 30533-028	 AIRTIGHT IC BOX
	 30533-011	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 ø3”

ø3”

Driver 
Box included

Mesh Plate included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE TILT

15W 1290lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 2 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 2580lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	6 1/2”L x 3”W
• Fixture: 6 1/4”L x 2 3/4”W x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 36024-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

36024
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 36226-016	 NEW CONSTRUCTION PLATE 	 36227-013	 AIRTIGHT IC BOX

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 1/2”L x 3”W

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 1/2”L x 3”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS DOWNLIGHT

36024

LED

6 1/2”L x 3”W

FINISHES

-02 White

-01 Black

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 2580lm 3000K / 3500K TRIAC 90+ 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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6 1/2”L x 3”W

LAMPING
• 2 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 2580lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	6 1/2”L x 3”W
• Fixture: 6 1/4”L x 2 3/4”W x 4 1/8”H

PHOTOMETRICS
• See pg 24

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 36025-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

36025
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

36025

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS GIMBAL

LED

FINISHES

-02 White

-01 Black

	 36226-016	 NEW CONSTRUCTION PLATE 	 36227-013	 AIRTIGHT IC BOX

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 1/2”L x 3”W

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 1/2”L x 3”W

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

15W 2580lm 3000K / 3500K TRIAC 90+ 40° 30°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 3 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 3870lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	10”L x 3”W
• Fixture: 9 3/4”L x 2 3/4”W x 4 1/8”H

PHOTOMETRICS
• See pg 25

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 36026-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

36026
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

	 36229-017	 NEW CONSTRUCTION PLATE

Dimension	25”L x 12”W x 1 3/8”H
Cut Hole	 10”L x 3”W

	 36230-013	 AIRTIGHT IC BOX

Dimension	25”L x 12”W x 11 1/2”H
Cut Hole	 10”L x 3”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS DOWNLIGHT

36026

LED

10”L x 3”W

FINISHES

-02 White

-01 Black

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 3870lm 3000K / 3500K TRIAC 90+ 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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10”L x 3”W

LAMPING
• 3 x 15W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 1290lm
• Total Lumens: 3870lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	10”L x 3”W
• Fixture: 9 3/4”L x 2 3/4”W x 4 1/8”H

PHOTOMETRICS
• See pg 25

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 36027-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

36027
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 122 for housing specification

36027

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W TRIMLESS GIMBAL

LED

FINISHES

-02 White

-01 Black

	 36229-017	 NEW CONSTRUCTION PLATE

Dimension	25”L x 12”W x 1 3/8”H
Cut Hole	 10”L x 3”W

	 36230-013	 AIRTIGHT IC BOX

Dimension	25”L x 12”W x 11 1/2”H
Cut Hole	 10”L x 3”W

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

15W 3870lm 3000K / 3500K TRIAC 90+ 40° 30°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com



24 W W W. E U R O FA S E . C O M

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W PHOTOMETRICS

28721  |  28722  |  28719  |  28720  |  28717  |  28718  |  28715  |  28716

31765  |  31763  |  36024  |  36025
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31766  |  31764  |  36026  |  36027
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 15W PHOTOMETRICSLED
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W LED
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26WLED
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LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	6 1/4”L x 6 1/4”W
• Fixture: 6 3/4”L x 6 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

6 1/4”L x 6 1/4”W

ORDERING GUIDE

EXAMPLE: 35137-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35137
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

FINISHES

-02 White

-01 Black

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36255-016	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 1/4”L x 6 1/4”W

	 36203-017	 AIRTIGHT IC BOX 

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 1/4”L x 6 1/4”W

5 
1/

4"

6 3/4"

6 
3/

4"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W DOWNLIGHT

35137

LED
WATTS LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 2560lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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ORDERING GUIDE

EXAMPLE: 35138-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35138
MODEL FINISHKELVIN

6 3/4”

6 
3/

4”
5 

1/
4"

6 1/4”L x 6 1/4”W

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	6 1/4”L x 6 1/4”W
• Fixture: 6 3/4”L x 6 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35138

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W GIMBAL

LED

Driver 
Box included

FINISHES

-02 White

-01 Black

	 36255-016	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 1/4”L x 6 1/4”W

	 36203-017	 AIRTIGHT IC BOX 

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 1/4”L x 6 1/4”W

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE TILT

26W 2560lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com



30 W W W. E U R O FA S E . C O M

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole: ø6 1/4”
• Fixture: ø6 3/4” x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 35141-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35141
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36205-011	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 ø6 1/4”

	 36206-018	 AIRTIGHT IC BOX 

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 ø6 1/4”

5 
1/

4"

ø6 3/4"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W DOWNLIGHT

35141

LED

FINISHES

-02 White

-01 Black

ø6 1/4”

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

26W 2560lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole: ø6 1/4”
• Fixture: ø6 3/4” x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35142

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W GIMBAL

LED

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 35142-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35142
MODEL FINISHKELVIN

FINISHES

-02 White

-01 Black

	 36205-011	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 ø6 1/4”

	 36206-018	 AIRTIGHT IC BOX 

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 ø6 1/4”

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE TILT

26W 2560lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 2 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 5120lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	12 1/4”L x 6”W
• Fixture: 13”L x 6 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 35145-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35145
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36208-012	 NEW CONSTRUCTION PLATE

Dimension	18 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 1/4”L x 6”W

	 36209-019	 AIRTIGHT IC BOX

Dimension	18 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 12 1/4”L x 6”W

5 
1/

4"
6 

3/
4"

13"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W DOWNLIGHT

35145

LED

FINISHES

-02 White

-01 Black

12 1/4”L x 6”W

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 5120lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 2 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 5120lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	12 1/4”L x 6”W
• Fixture: 13”L x 6 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35146

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W GIMBAL

LED

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 35146-30-02

-30	3000K
-35	3500K

-01 Black
-02 White

35146
MODEL FINISHKELVIN

FINISHES

-02 White

-01 Black

	 36208-012	 NEW CONSTRUCTION PLATE

Dimension	18 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 1/4”L x 6”W

	 36209-019	 AIRTIGHT IC BOX

Dimension	18 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 12 1/4”L x 6”W

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

26W 5120lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 3 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 7680lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

DIMENSIONS
• Cut hole:	18 1/2”L x 6”W
• Fixture: 19 1/8”L x 6 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 45

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 35147-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35147
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36211-012	 NEW CONSTRUCTION PLATE

Dimension	24”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18 1/2”L x 6”W

	 36212-019	 AIRTIGHT IC BOX

Dimension	24”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18 1/2”L x 6”W

19 1/8"

5 
1/

4"
6 

3/
4"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W DOWNLIGHT

35147

LED

FINISHES

-02 White

-01 Black

18 1/2”L x 6”W

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 7680lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 3 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 7680lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

DIMENSIONS
• Cut hole:	18 1/2”L x 6”W
• Fixture: 19 1/8”L x 6 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 45

CUSTOMIZATION
• For customization, please consult Eurofase

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35148

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W GIMBAL

LED

Driver 
Box included

ORDERING GUIDE

EXAMPLE: 35148-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35148
MODEL FINISHKELVIN

FINISHES

-02 White

-01 Black

	 36211-012	 NEW CONSTRUCTION PLATE

Dimension	24”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18 1/2”L x 6”W

	 36212-019	 AIRTIGHT IC BOX

Dimension	24”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18 1/2”L x 6”W

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

26W 7680lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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ORDERING GUIDE

EXAMPLE: 35139-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35139
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36214-013	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6”L x 6”W

	 36215-010	 AIRTIGHT IC BOX

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6”L x 6”W

5 3/4"

5 
1/

4"
5 

3/
4"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS DOWNLIGHT

35139

LED

6”L x 6”W

FINISHES

-02 White

-01 Black

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	6”L x 6”W
• Fixture: 5 3/4”L x 5 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 2560lm 3000K / 3500K TRIAC 90+ 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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6”L x 6”W

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suit different  

application requirement
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	6”L x 6”W
• Fixture: 5 3/4”L x 5 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

5 3/4”

5 
1/

4”
5 

3/
4”

5 3/4”
5 

1/
4”

5 
3/

4”
PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35140

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS GIMBAL

LED

ORDERING GUIDE

EXAMPLE: 35140-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35140
MODEL FINISHKELVIN

FINISHES

-02 White

-01 Black

	 36214-013	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6”L x 6”W

	 36215-010	 AIRTIGHT IC BOX

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6”L x 6”W

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

26W 2560lm 3000K / 3500K TRIAC 90+ 40° 30°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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ORDERING GUIDE

EXAMPLE: 35143-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35143
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36217-014	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 ø6 1/8”

	 36218-011	 AIRTIGHT IC BOX

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 ø6 1/8”

ø5 3/4”

5 
1/

4"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS DOWNLIGHT

35143

LED

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole: ø6 1/8”
• Fixture: ø5 3/4” x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-02 White

-01 Black

ø6 1/8”

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 2560lm 3000K / 3500K TRIAC 90+ 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com



39

REC
ESSED

 M
U

LTIP
LES &

 D
O

W
N

LIG
H

TS
  -  A

M
IG

O
 26W

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole: ø6 1/8”
• Fixture: ø5 3/4” x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

ø5 3/4”

5 
1/

4”

ø5 3/4”
5 

1/
4”

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35144

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS GIMBAL

LED

ORDERING GUIDE

EXAMPLE: 35144-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35144
MODEL FINISHKELVIN

FINISHES

-02 White

-01 Black

ø6 1/8”

	 36217-014	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 ø6 1/8”

	 36218-011	 AIRTIGHT IC BOX

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 ø6 1/8”

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

26W 2560lm 3000K / 3500K TRIAC 90+ 40° 30°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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ORDERING GUIDE

EXAMPLE: 35355-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35355
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36220-014	 NEW CONSTRUCTION PLATE

Dimension	20 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 3/8”L x 6 1/8”W

	 36221-011	 AIRTIGHT IC BOX

Dimension	20 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 12 3/8”L x 6 1/8”W

12"

5 
1/

4"
5 

3/
4"

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS DOWNLIGHT

35355

LED

LAMPING
• 2 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 5120lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	12 3/8”L x 6 1/8”W
• Fixture: 12”L x 5 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-02 White

-01 Black

12 3/8”L x 6 1/8”W

Driver 
Box included

Mesh Plate included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 5120lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 2 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 5120lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	12 3/8”L x 6 1/8”W
• Fixture: 12”L x 5 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 44

CUSTOMIZATION
• For customization, please consult Eurofase

5 
1/

4”

12”

5 
3/

4”
PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35356

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS GIMBAL

LED

ORDERING GUIDE

EXAMPLE: 35356-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35356
MODEL FINISHKELVIN

12 3/8”L x 6 1/8”W

FINISHES

-02 White

-01 Black

	 36220-014	 NEW CONSTRUCTION PLATE

Dimension	20 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 3/8”L x 6 1/8”W

	 36221-011	 AIRTIGHT IC BOX

Dimension	20 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 12 3/8”L x 6 1/8”W

Driver 
Box included

Mesh Plate included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

26W 5120lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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18 1/8"

5 
1/

4"
5 

3/
4"

ORDERING GUIDE

EXAMPLE: 35357-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35357
MODEL FINISHKELVIN

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

	 36223-015	 NEW CONSTRUCTION PLATE

Dimension 27 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18 5/8”L x 6 1/8”W

	 36224-012	 AIRTIGHT IC BOX

Dimension 27 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18 5/8”L x 6 1/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS DOWNLIGHT

35357

LED

LAMPING
• 3 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 7680lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	18 5/8”L x 6 1/8”W
• Fixture: 18 1/8”L x 5 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 45

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-02 White

-01 Black

18 5/8”L X 6 1/8”W

Driver 
Box included

Mesh Plate included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 7680lm 3000K / 3500K TRIAC 90+ 40°

More detailed specification information and performance data is available at www.eurofase.com
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LAMPING
• 3 x 26W Integrated LED TRIAC Dimming. For 0-10V 

and alternate dimming options consult Eurofase.
• Beam angle: 40˚
• Kelvin: 3000K/3500K
• Lumen per head: 2560lm
• Total Lumens: 7680lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 12” flexible BX cable
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

GIMBAL
• Adjustable direction suits different  

application requirements
• Tilt: 30˚

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole:	18 5/8”L x 6 1/8”W
• Fixture: 18 1/8”L x 5 3/4”W x 5 1/4”H

PHOTOMETRICS
• See pg 45

CUSTOMIZATION
• For customization, please consult Eurofase

18 1/8"

5 
1/

4”
5 

3/
4"

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 123 for housing specification

35358

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W TRIMLESS GIMBAL

LED

ORDERING GUIDE

EXAMPLE: 35358-30-01

-30	3000K
-35	3500K

-01 Black
-02 White

35358
MODEL FINISHKELVIN

18 5/8”L x 6 1/8”W

FINISHES

-02 White

-01 Black

	 36223-015	 NEW CONSTRUCTION PLATE

Dimension 27 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18 5/8”L x 6 1/8”W

	 36224-012	 AIRTIGHT IC BOX

Dimension 27 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18 5/8”L x 6 1/8”W

Driver 
Box included

Mesh Plate included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE TILT

26W 7680lm 3000K / 3500K TRIAC 90+ 40° 30°

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W PHOTOMETRICS

35137  |  35138  |  35141  |  35142  |  35139  |  35140  |  35143  |  35144

35145  |  35146  |  35355  |  35356

LED
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35147  |  35148  |  35357  |  35358

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

AMIGO 26W PHOTOMETRICSLED
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Die cast aluminum heat sink allows 
fixture to run at optimal temperature 
to guarantee long product life 

Quick connector for easy installationFully removable gimbal for ease 
of maintenance

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W LED

46 W W W. E U R O FA S E . C O M
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W

TE161LED TE611LED

TE162LED TE612LED

TE163LED TE613LED

TE164BLED

TE164ALED

TE614BLED

TRIMLESSTRIM

TE161LED TE611LED

TE162LED TE612LED

TE163LED TE613LED

TE164BLED

TE164ALED

TE614BLED

TRIMLESSTRIM

PG 48

PG 50

PG 52

PG 54

PG 56

PG 49

PG 51

PG 53

PG 55

LED



48 W W W. E U R O FA S E . C O M

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

	 24051-019	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 11 1/4”W x 1 3/8”H
Cut Hole	 5 1/8”L x 5 1/8”W

	 30366-015	 AIRTIGHT IC BOX
	 24071-017	 INSULATED CEILING BOX

Dimension	12 3/4”L x 11 1/4”W x 11 1/2”H
Cut Hole	 5 1/8”L x 5 1/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W GIMBAL

TE161LED

LED

LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 
	 mounting clips suitable for 1/2” and 5/8” drywall
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 5 1/8”L x 5 1/8”W
• Fixture: 6 3/16”L x 6 3/16”W x 5 7/8”H

PHOTOMETRICS
• See pg 57

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/Black

-022 White/White

5 1/8”L x 5 1/8”W

ORDERING GUIDE

EXAMPLE: TE161LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE161LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

5 7/8”

6 3/16”

6 3/16”

20°

Driver 
Box included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 1290lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

LED

LAMPING
• 1 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 4 3/16”L x 4 3/16”W
• Fixture: 4”L x 4”W x 4 3/4”H

PHOTOMETRICS
• See pg 57

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/White

4 3/16”L x 4 3/16”W

ORDERING GUIDE

EXAMPLE: TE611LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE611LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

4"

20°

4"

4 3/4”

TE611LED

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W TRIMLESS GIMBAL

	 24063-012	 NEW CONSTRUCTION PLATE

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 4 3/16”L x 4 3/16”W

	 30378-018	 AIRTIGHT IC BOX
	 24083-010	 INSULATED CEILING BOX

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 4 3/16”L x 4 3/16”W

Driver 
Box included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 1290lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

	 24052-016	 NEW CONSTRUCTION PLATE

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 9 1/2”L x 5 1/8”W

	 30367-012	 AIRTIGHT IC BOX
	 24072-014	 INSULATED CEILING BOX

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 9 1/2”L x 5 1/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W GIMBAL

TE162LED

LED

LAMPING
• 2 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 2580lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 
	 mounting clips suitable for 1/2” and 5/8” drywall
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 9 1/2”L x 5 1/8”W
• Fixture: 10 7/16”L x 6 1/8”W x 6 5/16”H

PHOTOMETRICS
• See pg 57

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/Black

-022 White/White

9 1/2”L x 5 1/8”W

ORDERING GUIDE

EXAMPLE: TE162LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE162LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

6 1/8"

20°

6 5/16”

10 7/16"

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 2580lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

LAMPING
• 2 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 2580lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 8 9/16”L x 4 3/16”W
• Fixture: 8 1/4”L x 4”W x 5”H

PHOTOMETRICS
• See pg 57

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/White

8 9/16”L x 4 3/16”W
ORDERING GUIDE

EXAMPLE: TE612LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE612LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

5”

4”

20”

8 1/4”

TE612LED

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W TRIMLESS GIMBAL

	 24064-019	 NEW CONSTRUCTION PLATE

Dimension	17”L x 8 3/4”W x 1 3/8”H
Cut Hole	 8 9/16”L x 4 3/16”W

	 30379-015	 AIRTIGHT IC BOX
	 24084-017	 INSULATED CEILING BOX

Dimension	17”L x 8 3/4”W x 9 1/2”H
Cut Hole	 8 9/16”L x 4 3/16”W

LED

Driver 
Box included

Mesh Plate included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

15W 2580lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

	 24053-013	 NEW CONSTRUCTION PLATE

Dimension	22”L x 12 3/4”W x 1 3/8”H
Cut Hole	 13 3/8”L x 5 1/8”W

Dimension	22”L x 12 3/4”W x 11 1/2”H
Cut Hole	 13 3/8”L x 5 1/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W GIMBAL

TE163LED

LED

LAMPING
• 3 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 3870lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 
	 mounting clips suitable for 1/2” and 5/8” drywall
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 13 3/8”L x 5 1/8”W
• Fixture: 14 3/8”L x 6 3/16”W x 6 5/16”H

PHOTOMETRICS
• See pg 58

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/Black

-022 White/White

13 3/8”L x 5 1/8”W

ORDERING GUIDE

EXAMPLE: TE163LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE163LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

6 3/16"

14 3/8"

20°

6 5/16"

	 30368-019	 AIRTIGHT IC BOX
	 24073-011	 INSULATED CEILING BOX

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 3870lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

LAMPING
• 3 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 3870lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 12 7/16”L x 4 3/16”W
• Fixture: 12 1/4”L x 4”W x 5”H

PHOTOMETRICS
• See pg 58

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/White

12 7/16”L x 4 3/16”W

ORDERING GUIDE

EXAMPLE: TE613LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE613LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

5"

4"

12 1/4"

20°

TE613LED

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W TRIMLESS GIMBAL

	 24065-016	 NEW CONSTRUCTION PLATE

Dimension	19 3/4”L x 8 3/4”W x 1 3/8”H
Cut Hole	 12 5/8”L x 4 3/16”W

	 30380-011	 AIRTIGHT IC BOX
	 24085-014	 INSULATED CEILING BOX

Dimension	19 3/4”L x 8 3/4”W x 9 1/2”H
Cut Hole	 12 5/8”L x 4 3/16”W

LED

Driver 
Box included

Mesh Plate included

WATTS TOTAL
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 3870lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

	 24055-017	 NEW CONSTRUCTION PLATE

Dimension	24”L x 18”W x 1 3/8”H
Cut Hole	 9 1/2”L x 9 1/2”W

Dimension	24”L x 18”W x 11 1/2”H
Cut Hole	 9 1/2”L x 9 1/2”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W GIMBAL

TE164BLED

LED

LAMPING
• 4 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 5160lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 
	 mounting clips suitable for 1/2” and 5/8” drywall
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 9 1/2”L x 9 1/2”W
• Fixture: 10 5/8”L x 10 5/8”W x 6”H

PHOTOMETRICS
• See pg 58

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/Black

-022 White/White

9 1/2”L x 9 1/2”W

ORDERING GUIDE

EXAMPLE: TE164BLED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE164BLED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

6"

20°

10 5/8"

10 5/8"

	 30370-012	 AIRTIGHT IC BOX
	 24075-015	 INSULATED CEILING BOX

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 5160lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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ORDERING GUIDE

EXAMPLE: TE614BLED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE614BLED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

LAMPING
• 4 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 5160lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 8 9/16”L x 8 9/16”W
• Fixture: 8 3/8”L x 8 3/8”W x 4 7/8”H

PHOTOMETRICS
• See pg 58

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/White

8 1/2”L x 8 1/2”W

4 7/8"

8 3/8”

20°

8 3/8”

TE614BLED

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W TRIMLESS GIMBAL

	 24066-020	 NEW CONSTRUCTION PLATE

Dimension	20”L x 18”W x 1 3/8”H
Cut Hole	 8 9/16”L x 8 9/16”W

	 30382-015	 AIRTIGHT IC BOX
	 24086-028	 INSULATED CEILING BOX

Dimension	20”L x 18”W x 11 1/2”H
Cut Hole	 8 9/16”L x 8 9/16”W

LED

Driver 
Box included

Mesh Plate included

WATTS TOTAL
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 5160lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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6 5/16"

20°

6 1/8"

18 3/8"

17 1/2”L x 5 1/8”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 124 for housing specification

	 24054-010	 NEW CONSTRUCTION PLATE

Dimension	26”L x 12 3/4”W x 1 3/8”H
Cut Hole	 17 1/2”L x 5 1/8”W

Dimension	26”L x 12 3/4”W x 11 1/2”H 
Cut Hole	 17 1/2”L x 5 1/8”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W GIMBAL

TE164ALED

LED

LAMPING
• 4 x 15W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 1290lm
• Total Lumens: 5160lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has one 1/2” and two 3/4” knockouts for through 
branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 
	 mounting clips suitable for 1/2” and 5/8” drywall
•	New construction plate, insulated ceiling box 
	 and airtight IC box sold separately 
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 17 1/2”L x 5 1/8”W
• Fixture: 18 3/8”L x 6 1/8”W x 6 5/16”H

PHOTOMETRICS
• See pg 59

CUSTOMIZATION
• For customization, please consult Eurofase

FINISHES

-01 Black/Black

-02 White/Black

-022 White/White

ORDERING GUIDE

EXAMPLE: TE164ALED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE164ALED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

	 30369-016	 AIRTIGHT IC BOX
	 24074-018	 INSULATED CEILING BOX

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

15W 5160lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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LED 15W PHOTOMETRICS

TE161LED  |  TE611LED 
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Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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TE162LED  |  TE612LED 

LED
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W PHOTOMETRICS

TE163LED  |  TE613LED 
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TE164BLED  |  TE614BLED 

LED



59

REC
ESSED

 M
U

LTIP
LES &

 D
O

W
N

LIG
H

TS
  -  LE

D
 15W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 15W PHOTOMETRICS

TE164ALED

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0  /180

AVERAGE BEAM ANGLE(50%):36.1 DEG

0

1500

3000

4500

6000

7500

-180.0 -144.0 -108.0 -72.0 -36.0 0.0 36.0 72.0 108.0 144.0 180.0
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

0

1500

3000

4500

6000

7500

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0  /180

AVERAGE BEAM ANGLE(50%):36.1 DEG

0.5m
32.60cm18301/28679lx

1.0m
65.21cm4575/7170lx

1.5m
97.81cm2033/3187lx

2.0m
130.42cm1144/1792lx

2.5m
163.02cm732.0/1147lx

Height Eavg/Emax DiameterAngle:36.12deg

Flux out:1704 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0  /180

AVERAGE BEAM ANGLE(50%):36.1 DEG

0

1500

3000

4500

6000

7500

-180.0 -144.0 -108.0 -72.0 -36.0 0.0 36.0 72.0 108.0 144.0 180.0
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

0

1500

3000

4500

6000

7500

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0  /180

AVERAGE BEAM ANGLE(50%):36.1 DEG

0.5m
32.60cm18301/28679lx

1.0m
65.21cm4575/7170lx

1.5m
97.81cm2033/3187lx

2.0m
130.42cm1144/1792lx

2.5m
163.02cm732.0/1147lx

Height Eavg/Emax DiameterAngle:36.12deg

Flux out:1704 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

LED
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W
VERTICAL ADJUSTMENT

20 degrees of horizontal 
adjustment on both the X and Y 
axis, pin pointing light beams is 
quick, easy and accurate.

Quick Connector

Adjustable modifying clips for 
1/2” and 5/8” drywall thickness 

1/2” 
5/8” 

LED
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LED 26W

TE221LED

TE132LED TE222LED

TE133LED TE223LED

TE134BLED

TE134ALED

TE224BLED

PG 63PG 62

PG 65PG 64

PG 67PG 66

PG 69PG 68

PG 70

TE131LED

TRIMLESSTRIM

LED
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6 3/4”L x 6 3/4”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24057-011	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H 
Cut Hole	 6 3/4”L x 6 3/4”W

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H 
Cut Hole	 6 3/4”L x 6 3/4”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W GIMBAL

TE131LED

LED

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable and 

has one 1/2” and two 3/4” knockouts for through branch 
circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 6 3/4”L x 6 3/4”W
• Fixture: 7 3/4”L x 7 3/4”W x 7”H

PHOTOMETRICS
• See pg 71

CUSTOMIZATION
• For customization, please consult Eurofase

	 30372-016	 AIRTIGHT IC BOX
	 24077-019	 INSULATED CEILING BOX

7 3/4”

7 3/4”

7”

20°

7 3/4”

7 3/4”

7”

20°

FINISHES

-02 White/Black

-01 Black/Black

-22 White/White

ORDERING GUIDE

EXAMPLE: TE131LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE131LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

Driver 
Box included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

26W 2500lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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LED 26W TRIMLESS GIMBAL

6 1/2”L x 6 1/2”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24067-010	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 1/2”L x 6 1/2”W

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 1/2”L x 6 1/2”W

TE221LED

LED

	 30383-012	 AIRTIGHT IC BOX
	 24087-018	 INSULATED CEILING BOX

7"

6 1/4”

6 1/4”

20°

7"

6 1/4”

6 1/4”

20°

FINISHES

-01 Black/Black

-02 White/White

LAMPING
• 1 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable and 

has one 1/2” and two 3/4” knockouts for through branch 
circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 6 1/2”L x 6 1/2”W
• Fixture: 6 1/4”L x 6 1/4”W x 7”H

PHOTOMETRICS
• See pg 71

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE221LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE221LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

Driver 
Box included

WATTS LUMENS KELVIN DIMMABLE CRI BEAM 
ANGLE

26W 2500lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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7 3/4”

7”

13 7/16”

20°

12 3/4”L x 6 3/4”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24058-018	 NEW CONSTRUCTION PLATE

Dimension	20 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 3/4”L x 6 3/4”W

Dimension	20 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 12 3/4”L x 6 3/4”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W GIMBAL

TE132LED

LED

LAMPING
• 2 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 5000lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable and 

has one 1/2” and two 3/4” knockouts for through branch 
circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 12 3/4”L x 6 3/4”W
• Fixture: 13 7/16”L x 7 3/4”W x 7”H

PHOTOMETRICS
• See pg 71

CUSTOMIZATION
• For customization, please consult Eurofase

	 30373-013	 AIRTIGHT IC BOX
	 24078-016	 INSULATED CEILING BOX

FINISHES

-02 White/Black

-01 Black/Black

-22 White/White

ORDERING GUIDE

EXAMPLE: TE132LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE132LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 5000lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W TRIMLESS GIMBAL

12 1/2”L x 6 1/2”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24068-017	 NEW CONSTRUCTION PLATE

Dimension	18 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 1/2”L x 6 1/2”W

Dimension	18 1/4”L x 12 3/4”W x 9 1/2”H
Cut Hole	 12 1/2”L x 6 1/2”W

TE222LED

LED

LAMPING
• 2 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 5000lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable and 

has one 1/2” and two 3/4” knockouts for through branch 
circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 12 1/2”L x 6 1/2”W
• Fixture: 12 3/8”L x 6 1/4”W x 7”H

PHOTOMETRICS
• See pg 71

CUSTOMIZATION
• For customization, please consult Eurofase

	 30384-019	 AIRTIGHT IC BOX
	 24088-015	 INSULATED CEILING BOX

7"

6 1/4"

20°

12 3/8"

FINISHES

-01 Black/Black

-02 White/White

ORDERING GUIDE

EXAMPLE: TE222LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE222LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

Driver 
Box included

WATTS TOTAL
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 5000lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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7"

7 3/4"

18 13/16"

20°

18”L x 6 3/4”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24059-015	 NEW CONSTRUCTION PLATE

Dimension	27 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18”L x 6 3/4”W

Dimension	27 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18”L x 6 3/4”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W GIMBAL

TE133LED

LED

LAMPING
• 3 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 7500lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has three 1/2” and four 3/4” knockouts for 
through branch circuit wiring 

• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 18”L x 6 3/4”W
• Fixture: 18 13/16”L x 7 3/4”W x 7”H

PHOTOMETRICS
• See pg 72

CUSTOMIZATION
• For customization, please consult Eurofase

	 30374-010	 AIRTIGHT IC BOX
	 24079-013	 INSULATED CEILING BOX

FINISHES

-02 White/Black

-01 Black/Black

-22 White/White

ORDERING GUIDE

EXAMPLE: TE133LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE133LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 7500lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W TRIMLESS GIMBAL

18 5/8”L x 6 1/2”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24069-014	 NEW CONSTRUCTION PLATE

Dimension	24”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18 5/8”L x 6 1/2”W

Dimension	24”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18 5/8”L x 6 1/2”W

TE223LED

LED

LAMPING
• 3 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 7500lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has three 1/2” and four 3/4” knockouts for 
through branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options) *

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 18 5/8”L x 6 1/2”W
• Fixture: 18 1/2”L x 6 1/4”W x 7”H

PHOTOMETRICS
• See pg 72

CUSTOMIZATION
• For customization, please consult Eurofase

	 30385-016	 AIRTIGHT IC BOX
	 24089-012	 INSULATED CEILING BOX

7"

6 1/4"

20°

18 1/2"

FINISHES

-01 Black/Black

-02 White/White

ORDERING GUIDE

EXAMPLE: TE223LED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE223LED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

Driver 
Box included

WATTS TOTAL
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 7500lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24061-018	 NEW CONSTRUCTION PLATE

Dimension	20”L x 18”W x 1 3/8”H
Cut Hole	 12 3/4”L x 12 3/4”W

Dimension	20”L x 18”W x 11 1/2”H
Cut Hole	 12 3/4”L x 12 3/4”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W GIMBAL

TE134BLED

LED

LAMPING
• 4 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 10000lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has three 1/2” and four 3/4” knockouts for 
through branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable  

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 12 3/4”L x 12 3/4”W
• Fixture: 13 3/8”L x 13 3/8”W x 7”H
 
PHOTOMETRICS
• See pg 72

CUSTOMIZATION
• For customization, please consult Eurofase

	 30376-014	 AIRTIGHT IC BOX
	 24081-016	 INSULATED CEILING BOX

FINISHES

-02 White/Black

-01 Black/Black

-22 White/White

ORDERING GUIDE

EXAMPLE: TE134BLED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE134BLED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

Driver 
Box included

7"

13 3/8"

13 3/8"

20°

12 3/4”L x 12 3/4”W

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 10000lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W TRIMLESS GIMBAL

13”L x 13”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24070-010	 NEW CONSTRUCTION PLATE

Dimension	20”L x 18”W x 1 3/8”H
Cut Hole	 13”L x 13”W

Dimension	20”L x 18”W x 11 1/2”H
Cut Hole	 13”L x 13”W

TE224BLED

LED

LAMPING
• 4 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 10000lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has three 1/2” and four 3/4” knockouts for 
through branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to mounting 

surface leaving a seamless finish in the ceiling 

DIMENSIONS
• Cut hole: 13”L x 13”W
• Fixture: 12 5/8”L x 12 5/8”W x 7”H

PHOTOMETRICS
• See pg 72

CUSTOMIZATION
• For customization, please consult Eurofase

	 30386-013	 AIRTIGHT IC BOX
	 24090-018	 INSULATED CEILING BOX

7"

20°

12 5/8"

12 5/8"

FINISHES

-01 Black/Black

-02 White/White

ORDERING GUIDE

EXAMPLE: TE224BLED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE224BLED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/White

FINISH

Driver 
Box included

WATTS TOTAL
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 10000lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com



70 W W W. E U R O FA S E . C O M

20°

7 3/4"

24 1/4"

7"

23 5/8”L x 6 3/4”W

PRODUCT DIMENSIONS

SPECIFICATIONS

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 125 for housing specification

	 24060-011	 NEW CONSTRUCTION PLATE

Dimension	34”L x 12 3/4”W x 1 3/8”H
Cut Hole	 23 5/8”L x 6 3/4”W

Dimension	34”L x 12 3/4”W x 11 1/2”H
Cut Hole	 23 5/8”L x 6 3/4”W

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W GIMBAL

TE134ALED

LED

LAMPING
• 4 x 26W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 20˚/40˚
• Horizontal adjustment: 0˚ - 20˚
• Kelvin: 3000K/3500K/4000K
• Lumen per head: 2500lm
• Total Lumens: 10000lm
• CRI: 90+

ELECTRICAL
• Class 2 dimmable constant current driver (included)
• Driver box mates to fixture by 24” flexible BX cable 

and has three 1/2” and four 3/4” knockouts for 
through branch circuit wiring 

• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 23 5/8”L x 6 3/4”W
• Fixture: 24 1/4”L x 7 3/4”W x 7”H

PHOTOMETRICS
• See pg 73

CUSTOMIZATION
• For customization, please consult Eurofase

	 30375-017	 AIRTIGHT IC BOX
	 24080-019	 INSULATED CEILING BOX

FINISHES

-02 White/Black

-01 Black/Black

-22 White/White

ORDERING GUIDE

EXAMPLE: TE134ALED-30-2-01

-30	3000K
-35	3500K
-40	4000K

-2 20˚
-4 40˚

TE134ALED
MODEL BEAM ANGLEKELVIN

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

Driver 
Box included

WATTS TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

26W 10000lm 3000K / 3500K
4000K TRIAC 90+ 20° / 40°

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W PHOTOMETRICS
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TE133LED  |  TE223LED 
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

LED 26W PHOTOMETRICS LED
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2.5m
184.35cm976.2/1559lx

Height Eavg/Emax DiameterAngle:40.48deg

Flux out:2824 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Finish
Options

BLACK / BLACK

WHITE / BLACK

WHITE / WHITE

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 LED COMPATIBLELED
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TE211GU10

TE112GU10 TE212GU10

TE113GU10 TE213GU10

TE114AGU10

TE114BGU10 TE214BGU10

PG 82

PG 84

PG 83

PG 80 PG 81

PG 78 PG 79

PG 77

TRIMLESSTRIM

TE111GU10

PG 76

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10LED COMPATIBLELED
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 126 for housing specification

	 24051-019	 NEW CONSTRUCTION PLATE

Dimension	11 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 5 1/8”L x 5 1/8”W

Dimension	11 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 5 1/8”L x 5 1/8”W

	 30366-015	 AIRTIGHT IC BOX
	 24071-017	 INSULATED CEILING BOX

LAMPING
• 1 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4" 

knockouts for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 5 1/8”L x 5 1/8”W
• Fixture: 6 3/16”L x 6 3/16”W x 6 3/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE111GU10-01

TE111GU10
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 GIMBAL

TE111GU10

-02 White/Black

-01 Black/Black

-22 White/White

PRODUCT DIMENSIONS FINISHES

6 3/4"

6 3/16"

35°

6 3/16"

5 1/8”L x 5 1/8”W

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 127 for housing specification

	 24063-012	 NEW CONSTRUCTION PLATE

Dimension	11”L x 9”W x 1 3/8”H
Cut Hole	 4 3/16”L x 4 3/16”W

Dimension	11”L x 9”W x 9 1/2”H
Cut Hole	 4 3/16”L x 4 3/16”W

	 30378-018	 AIRTIGHT IC BOX
	 24083-010	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 TRIMLESS GIMBAL

LAMPING
• 1 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 4 3/16”L x 4 3/16”W
• Fixture: 4”L x 4”W x 6 3/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE211GU10-01

TE211GU10
MODEL

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

TE211GU10

FINISHES

-01 Black/Black

-02 White/White

6 3/4" 35°

4 3/16”L x 4 3/16”W

Mesh Plate included

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com



78 W W W. E U R O FA S E . C O M

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 126 for housing specification

	 24052-016	 NEW CONSTRUCTION PLATE

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 9 1/2”L x 5 1/8”W

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 9 1/2”L x 5 1/8”W

	 30367-012	 AIRTIGHT IC BOX
	 24072-014	 INSULATED CEILING BOX

LAMPING
• 2 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 9 1/2”L x 5 1/8”W
• Fixture: 10 1/2”L x 6 3/16”W x 6 1/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE112GU10-01

TE112GU10
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 GIMBAL

TE112GU10

PRODUCT DIMENSIONS

-02 White/Black

-22 White/White

-01 Black/Black

FINISHES

6 1/4"

6 3/16"

10 1/2"

35°

9 1/2”L x 5 1/8”W

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 127 for housing specification

	 24064-019	 NEW CONSTRUCTION PLATE

Dimension	12”L x 8 3/4”W x 1 3/8”H
Cut Hole	 8 9/16”L x 4 3/16”W

Dimension	12”L x 8 3/4”W x 9 1/2”H
Cut Hole	 8 9/16”L x 4 3/16”W

	 30379-015	 AIRTIGHT IC BOX
	 24084-017	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 TRIMLESS GIMBAL

LAMPING
• 2 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish in 
the ceiling 

DIMENSIONS
• Cut hole: 8 5/8”L x 4 3/16”W
• Fixture: 8 3/8”L x 4”W x 5 1/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE212GU10-01

TE212GU10
MODEL

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

8 5/8”L x 4 3/16”W

TE212GU10

FINISHES

-01 Black/Black

-02 White/White

4"

5 1/4"

8 3/8"

35°

Mesh Plate included

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 126 for housing specification

	 24053-013	 NEW CONSTRUCTION PLATE

Dimension	22”L x 12 3/4”W x 1 3/8”H
Cut Hole	 13 5/8”L x 5 1/8”W

Dimension	22”L x 12 3/4”W x 11 1/2”H
Cut Hole	 13 5/8”L x 5 1/8”W

	 30368-019	 AIRTIGHT IC BOX
	 24073-011	 INSULATED CEILING BOX

LAMPING
• 3 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 13 5/8”L x 5 1/8”W
• Fixture: 14 7/16”L x 6 3/16”W x 6 3/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE113GU10-01

TE113GU10
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 GIMBAL

TE113GU10

-02 White/Black

-01 Black/Black

-22 White/White

PRODUCT DIMENSIONS FINISHES

13 5/8”L x 5 1/8”W

6 3/4"

6 3/16"

14 7/16"

35°

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 127 for housing specification

	 24065-016	 NEW CONSTRUCTION PLATE

Dimension	19 3/4”L x 8 3/4”W x 1 3/8”H
Cut Hole	 12 5/8”L x 4 3/16”W

Dimension	19 3/4”L x 8 3/4”W x 9 1/2”H
Cut Hole	 12 5/8”L x 4 3/16”W

	 30380-011	 AIRTIGHT IC BOX
	 24085-014	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 TRIMLESS GIMBAL

LAMPING
• 3 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included)
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 12 5/8”L x 4 3/16”W
• Fixture: 12 1/8”L x 4”W x 6 3/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE213GU10-01

TE213GU10
MODEL

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

12 5/8”L x 4 3/16”W

TE213GU10

FINISHES

-01 Black/Black

-02 White/White

4"

12 1/8"

6 3/4" 35°

Mesh Plate included

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 126 for housing specification

	 24055-017	 NEW CONSTRUCTION PLATE

Dimension	24”L x 18”W x 1 3/8”H
Cut Hole	 9 1/2”L x 9 1/2”W

Dimension	24”L x 18”W x 11 1/2”H
Cut Hole	 9 1/2”L x 9 1/2”W

	 30370-012	 AIRTIGHT IC BOX
	 24075-015	 INSULATED CEILING BOX

LAMPING
• 4 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 9 1/2”L x 9 1/2”W
• Fixture: 10 9/16”L x 10 9/16”W x 6 3/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE114BGU10-01

TE114BGU10
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 GIMBAL

TE114BGU10

-02 White/Black

-22 White/White

PRODUCT DIMENSIONS

-01 Black/Black

FINISHES

6 3/4"

10 9/16"

10 9/16"

35°

9 1/2”L x 9 1/2”W

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 127 for housing specification

	 24066-020	 NEW CONSTRUCTION PLATE

Dimension	20”L x 18”W x 1 3/8”H
Cut Hole	 8 9/16”L x 8 9/16”W

Dimension	20”L x 18”W x 11 1/2”H
Cut Hole	 8 9/16”L x 8 9/16”W

	 30382-015	 AIRTIGHT IC BOX
	 24086-028	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 TRIMLESS GIMBAL

LAMPING
• 4 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 8 9/16”L x 8 9/16”W
• Fixture: 8 3/8”L x 8 3/8”W x 6 3/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE214BGU10-01

TE214BGU10
MODEL

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

TE214BGU10

FINISHES

-01 Black/Black

-02 White/White

8 3/8"

8 3/8"

6 3/8"
35°

8 9/16”L x 8 9/16”W Mesh Plate included

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 126 for housing specification

	 24054-010	 NEW CONSTRUCTION PLATE

Dimension	26”L x 12 3/4”W x 1 3/8”H
Cut Hole	 17 1/2”L x 5 1/8”W

Dimension	26”L x 12 3/4”W x 11 1/2”H
Cut Hole	 17 1/2”L x 5 1/8”W

	 30369-016	 AIRTIGHT IC BOX
	 24074-018	 INSULATED CEILING BOX

LAMPING
• 4 x 50W max. GU10 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected
• Input voltage: 120V

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 17 1/2”L x 5 1/8”W
• Fixture: 18 3/8”L x 6 3/16”W x 6 1/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE114AGU10-01

TE114AGU10
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

GU10 GIMBAL

TE114AGU10

-02 White/Black

-22 White/White

PRODUCT DIMENSIONS

-01 Black/Black

FINISHES

17 1/2”L x 5 1/8”W

6 1/4"

18 3/8"

35°

6 3/16"

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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A compact industry standard, PAR20’s remain popular as 
a high output, compact option. With most new PAR20’s 
utilizing halogen or LED technology, the lifespan and 
color rendering quality has never been better.

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 LED COMPATIBLELED
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20

TE161

TE162

TRIM

PG 88

PG 89

TE163

PG 90

TE164B

PG 91

TE164A

PG 92

TE166A

PG 93

LED COMPATIBLELED
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 128 for housing specification

	 24051-019	 NEW CONSTRUCTION PLATE

Dimension	11 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 5 1/8”L x 5 1/8”W

Dimension	11 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 5 1/8”L x 5 1/8”W

	 30366-015	 AIRTIGHT IC BOX
	 24071-017	 INSULATED CEILING BOX

LAMPING
• 1 x 50W max. PAR20 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 5 1/8”L x 5 1/8”W
• Fixture: 6 3/16”L x 6 3/16”W x 6 3/16”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE161-01

TE161
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 GIMBAL

TE161

PRODUCT DIMENSIONS

6 3/16”

6 3/16”

6 3/16”

35°

-02 White/Black

FINISHES

-01 Black/Black

-22 White/White

5 1/8”L x 5 1/8”W

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 128 for housing specification

	 24052-016	 NEW CONSTRUCTION PLATE

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 9 1/2”L x 5 1/8”W

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 9 1/2”L x 5 1/8”W

	 30367-012	 AIRTIGHT IC BOX
	 24072-014	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 GIMBAL

LAMPING
• 2 x 50W max. PAR20 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 9 1/2”L x 5 1/8”W
• Fixture: 10 1/2”L x 6 1/8”W x 6 1/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

TE162

ORDERING GUIDE

EXAMPLE: TE162-01

TE162
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

PRODUCT DIMENSIONS

6 1/8”

10 1/2”

6 1/4”
35°

-02 White/Black

FINISHES

-01 Black/Black

-22 White/White

9 1/2”L x 5 1/8”W

LED COMPATIBLELED

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 128 for housing specification

	 24053-013	 NEW CONSTRUCTION PLATE

Dimension	22”L x 12 3/4”W x 1 3/8”H
Cut Hole	 13 1/2”L x 5 3/16”W

Dimension	22”L x 12 3/4”W x 11 1/2”H
Cut Hole	 13 1/2”L x 5 3/16”W

	 30368-019	 AIRTIGHT IC BOX
	 24073-011	 INSULATED CEILING BOX

LAMPING
• 3 x 50W max. PAR20 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 13 1/2”L x 5 3/16”W
• Fixture: 14 7/16”L x 6 3/16”W x 6 1/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE163-01

TE163
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 GIMBAL

TE163

*LED COMPATIBLELED

PRODUCT DIMENSIONS

13 1/2”L x 5 3/16”W

6 3/16”

14 7/16”

6 1/4”

35°

-02 White/Black

-22 White/White

-01 Black/Black

FINISHES

More detailed specification information and performance data is available at www.eurofase.com



91

REC
ESSED

 M
U

LTIP
LES &

 D
O

W
N

LIG
H

TS
  -  PA

R
20

10 1/2”

10 1/2”

6”

35°

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 128 for housing specification

	 24055-017	 NEW CONSTRUCTION PLATE

Dimension	24”L x 18”W x 1 3/8”H
Cut Hole	 9 1/2”L x 9 1/2”W

Dimension	24”L x 18”W x 11 1/2”H
Cut Hole	 9 1/2”L x 9 1/2”W

	 30370-012	 AIRTIGHT IC BOX
	 24075-015	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 GIMBAL

LAMPING
• 4 x 50W max. PAR20 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 9 1/2”L x 9 1/2”W
• Fixture: 10 1/2”L x 10 1/2”W x 6”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE164B-01

TE164B
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

TE164B

*LED COMPATIBLELED

9 1/2”L x 9 1/2”W

-02 White/Black

-22 White/White

-01 Black/Black

FINISHESPRODUCT DIMENSIONS

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 128 for housing specification

	 24054-010	 NEW CONSTRUCTION PLATE

Dimension	26”L x 12 3/4”W x 1 3/8”H
Cut Hole	 17 1/2”L x 5 1/8”W

Dimension	26”L x 12 3/4”W x 11 1/2”H
Cut Hole	 17 1/2”L x 5 1/8”W

	 30369-016	 AIRTIGHT IC BOX
	 24074-018	 INSULATED CEILING BOX

LAMPING
• 4 x 50W max. PAR20 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 17 1/2”L x 5 1/8”W
• Fixture: 18 3/8”L x 6 1/4”W x 6 3/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE164A-01

TE164A
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 GIMBAL

TE164A

*LED COMPATIBLELED

PRODUCT DIMENSIONS

6 1/4”

18 3/8”

6 3/8”

35°

17 1/2”L x 5 1/8”W

-02 White/Black

-22 White/White

-01 Black/Black

FINISHES

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 128 for housing specification

	 24056-014	 NEW CONSTRUCTION PLATE

Dimension	37 1/2”L x 12 3/4”W x 1 3/8”H
Cut Hole	 25 5/16”L x 5 1/8”W

Dimension	37 1/2”L x 12 3/4”W x 11 1/2”H
Cut Hole	 25 5/16”L x 5 1/8”W

	 30371-019	 AIRTIGHT IC BOX
	 24076-012	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR20 GIMBAL

TE166A

*LED COMPATIBLELED

LAMPING
• 6 x 50W max. PAR20 (not included)
• Horizontal adjustment: 0˚ - 35˚

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 25 5/16”L x 5 1/8”W
• Fixture: 26 1/4”L x 6 1/8”W x 6 5/16”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE166A-01

TE166A
MODEL

-01.. Black/Black
-02. White/White
-22. White/White

FINISH

PRODUCT DIMENSIONS

6 1/8”

26 1/4”

6 5/16”
35°

25 5/16”L x 5 1/8”W

FINISHES

-02 White/Black-01 Black/Black -22 White/White

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 *LED COMPATIBLELED

The PAR30 Recessed Multiples are ideal for retail stores, 
high ceiling office spaces, conference centers and the 
hotel and hospitality market.
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30*LED COMPATIBLELED

TE131 TE221

TE132 TE222

TE133 TE223

TE134A

TE136A

TE134B TE224B

PG 102

PG 104

PG 105

PG 103

PG 100 PG 101

PG 98 PG 99

PG 96 PG 97

TRIMLESSTRIM
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 129 for housing specification

	 24057-011	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6 3/4”L x 6 3/4”W

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6 3/4”L x 6 3/4”W

	 30372-016	 AIRTIGHT IC BOX
	 24077-019	 INSULATED CEILING BOX

LAMPING
• 1 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 6 3/4”L x 6 3/4”W
• Fixture: 7 3/4”L x 7 3/4”W x 8 1/2”H

CUSTOMIZATION
• For customization, please consult Eurofase

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 GIMBAL

TE131

*LED COMPATIBLELED

PRODUCT DIMENSIONS

-02 White/Black

FINISHES

-01 Black/Black

-22 White/White

7 3/4”

7 3/4”

8 1/2”

35°

ORDERING GUIDE

EXAMPLE: TE131-01

TE131
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

6 3/4”L x 6 3/4”W

More detailed specification information and performance data is available at www.eurofase.com
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FINISHES

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 130 for housing specification

	 31421-010	 NEW CONSTRUCTION PLATE

Dimension	12 3/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 6”L x 6”W

Dimension	12 3/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 6”L x 6”W

	 31423-014	 AIRTIGHT IC BOX
	 31422-017	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 TRIMLESS GIMBAL

LAMPING
• 1 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 6”L x 6”W
• Fixture: 5 5/8”L x 5 5/8”W x 7 3/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE221-01

TE221
MODEL

-01.. Black/Black
-02. White/White

FINISH

TE221

*LED COMPATIBLELED

PRODUCT DIMENSIONS

5 5/8”

5 5/8”

7 3/8”

35°

6”L x 6”W

FINISHES

-01 Black/Black

-02 White/White

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 129 for housing specification

	 24058-018	 NEW CONSTRUCTION PLATE

Dimension	20 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 12 3/4”L x 6 3/4”W

Dimension	20 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 12 3/4”L x 6 3/4”W

	 30373-013	 AIRTIGHT IC BOX
	 24078-016	 INSULATED CEILING BOX

LAMPING
• 2 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 12 3/4”L x 6 3/4”W
• Fixture: 13 1/2”L x 7 3/4”W x 8 1/2”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE132-01

TE132
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 GIMBAL

TE132

*LED COMPATIBLELED

PRODUCT DIMENSIONS

-02 White/Black

FINISHES

-01 Black/Black

-22 White/White

7 3/4”

13 1/2”

8 1/2”

35°

12 3/4”L x 6 3/4”W

More detailed specification information and performance data is available at www.eurofase.com
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FINISHES

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 130 for housing specification

	 31424-011	 NEW CONSTRUCTION PLATE

Dimension	18 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 11 9/16”L x 6”W

Dimension	18 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 11 9/16”L x 6”W

	 31426-015	 AIRTIGHT IC BOX
	 31425-018	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 TRIMLESS GIMBAL

LAMPING
• 2 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 11 9/16”L x 6”W
• Fixture: 11 1/4”L x 5 9/16”W x 7 1/2”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE222-01

TE222
MODEL

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

TE222

*LED COMPATIBLELED

5 9/16”

7 1/2”

11 1/4”

35°

11 9/16”L x 6”W Mesh Plate included

FINISHES

-01 Black/Black

-02 White/White

More detailed specification information and performance data is available at www.eurofase.com
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7 3/4”

18 7/8”

8 1/2”

35°

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 129 for housing specification

	 24059-015	 NEW CONSTRUCTION PLATE

Dimension	27 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 18”L x 6 3/4”W

Dimension	27 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 18”L x 6 3/4”W

	 30374-010	 AIRTIGHT IC BOX
	 24079-013	 INSULATED CEILING BOX

LAMPING
• 3 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 18”L x 6 3/4”W
• Fixture: 18 7/8”L x 7 3/4”W x 8 1/2”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE133-01

TE133
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 GIMBAL

TE133

*LED COMPATIBLELED

PRODUCT DIMENSIONS

18”L x 6 3/4”W

FINISHES

-02 White/Black-01 Black/Black -22 White/White

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 130 for housing specification

	 31427-015	 NEW CONSTRUCTION PLATE

Dimension	24”L x 12 3/4”W x 1 3/8”H
Cut Hole	 17”L x 6”W

Dimension	24”L x 12 3/4”W x 11 1/2”H
Cut Hole	 17”L x 6”W

	 31429-016	 AIRTIGHT IC BOX
	 31428-019	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 TRIMLESS GIMBAL

LAMPING
• 3 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 17”L x 6”W
• Fixture: 16 11/16”L x 5 9/16”W x 7 3/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE223-01

TE223
MODEL

-01.. Black/Black
-02. White/White

FINISH

TE223

*LED COMPATIBLELED

5 9/16”

7 3/8”

35°

16 11/16”

17”L x 6”W

Mesh Plate included

FINISHES

-01 Black/Black -02 White/White

PRODUCT DIMENSIONS

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 129 for housing specification

	 24061-018	 NEW CONSTRUCTION PLATE

Dimension	20”L x 18”W x 1 3/8”H
Cut Hole	 12 3/4”L x 12 3/4”W

Dimension	20”L x 18”W x 11 1/2”H
Cut Hole	 12 3/4”L x 12 3/4”W

	 30376-014	 AIRTIGHT IC BOX
	 24081-016	 INSULATED CEILING BOX

LAMPING
• 4 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 12 3/4”L x 12 3/4”W
• Fixture: 13 3/8”L x 13 3/8”W x 8 5/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE134B-01

TE134B
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 GIMBAL

TE134B

*LED COMPATIBLELED

PRODUCT DIMENSIONS

-02 White/Black

-22 White/White

13 3/8”

13 3/8”

8 5/8”

35°
-01 Black/Black

FINISHES

12 3/4”L x 12 3/4”W

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 130 for housing specification

	 24070-010	 NEW CONSTRUCTION PLATE

Dimension	20”L x 18”W x 1 3/8”H
Cut Hole	 13”L x 13”W

Dimension	20”L x 18”W x 11 1/2”H
Cut Hole	 13”L x 13”W

	 30386-013	 AIRTIGHT IC BOX
	 24090-018	 INSULATED CEILING BOX

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 TRIMLESS GIMBAL

LAMPING
• 4 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box  

and airtight IC box sold separately 
(refer to housing options)*

MESH PLATE
• Steel mesh plate (included) 
• Perforated perimeter allows mud to bond to 

mounting surface leaving a seamless finish 
in the ceiling 

DIMENSIONS
• Cut hole: 13”L x 13”W
• Fixture: 12 9/16”L x 12 9/16”W x 8 5/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE224B-01

TE224B
MODEL

-01.. Black/Black
-02. White/White

FINISH

PRODUCT DIMENSIONS

TE224B

*LED COMPATIBLELED

FINISHES

-01 Black/Black

-02 White/White

12 9/16”

12 9/16”

8 5/8”

35°

FINISHES

13”L x 13”W

Mesh Plate included

More detailed specification information and performance data is available at www.eurofase.com
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*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 129 for housing specification

	 24060-011	 NEW CONSTRUCTION PLATE

Dimension	24”L x 12 3/4”W x 1 3/8”H
Cut Hole	 23 1/2”L x 6 3/4”W

Dimension	24”L x 12 3/4”W x 11 1/2”H
Cut Hole	 23 1/2”L x 6 3/4”W

	 30375-017	 AIRTIGHT IC BOX
	 24080-019	 INSULATED CEILING BOX

LAMPING
• 4 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates 

both long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box 

and airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 23 1/2”L x 6 3/4”W
• Fixture: 24 1/4”L x 7 3/4”W x 8 3/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE134A-01

TE134A
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 GIMBAL

TE134A

*LED COMPATIBLELED

FINISHES

-02 White/Black-01 Black/Black -22 White/White

7 3/4”

24 1/4”

8 3/8”

35°

PRODUCT DIMENSIONS

23 1/2”L x 6 3/4”W

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

PAR30 GIMBAL

TE136A

*LED COMPATIBLELED

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 129 for housing specification

	 24062-015	 NEW CONSTRUCTION PLATE

Dimension	43 1/2”L x 12 3/4”W x 1 3/8”H
Cut Hole	 34 1/2”L x 6 3/4”W

Dimension	43 1/2”L x 12 3/4”W x 11 1/2”H
Cut Hole	 34 1/2”L x 6 3/4”W

	 30377-011	 AIRTIGHT IC BOX
	 24082-013	 INSULATED CEILING BOX

LAMPING
• 6 x 75W max. PAR30 (not included)
• Horizontal adjustment: 0˚ - 35˚
• Adjustable socket holder accommodates both 

long and short neck lamping

ELECTRICAL
• Integral electrical junction box
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring
• Thermally protected 
• Input voltage: 120V 

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable mounting 

clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in black and white

DIMENSIONS
• Cut hole: 34 1/2”L x 6 3/4”W
• Fixture: 35 1/16”L x 7 11/16”W x 8 5/8”H

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: TE136A-01

TE136A
MODEL

-01.. Black/Black
-02. White/Black
-22. White/White

FINISH

FINISHES

-02 White/Black-01 Black/Black -22 White/White

PRODUCT DIMENSIONS

34 1/2”L x 6 3/4”W

7 11/16”

35 1/16”

8 5/8”

35°

More detailed specification information and performance data is available at www.eurofase.com
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Frosted glass diffuser is soft on 
the eyes, yet makes a powerful 

statement for light. 

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS LED

106 W W W. E U R O FA S E . C O M
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENSLED

30303

PG 108

30304

PG 109

30305

PG 110

30308

PG 113

30306

PG 111

30307

PG 112
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS

30303

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 131 for housing specification

	 24051-019	 NEW CONSTRUCTION PLATE

Dimension	11 1/4”L x 12 3/4”W x 1 3/8”H
Cut Hole	 5 1/8”L x 5 1/8”W

Dimension	11 1/4”L x 12 3/4”W x 11 1/2”H
Cut Hole	 5 1/8”L x 5 1/8”W

	 30366-015	 AIRTIGHT IC BOX
	 24071-017	 INSULATED CEILING BOX

LAMPING
• 1 x 14.4W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 1180lm
• CRI: 80+

ELECTRICAL
• Junction box has two 1/2” and four 3/4” knockouts 

for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable mounting 

clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in white

DIMENSIONS
• Cut hole: 5 1/8”L x 5 1/8”W
• Fixture: 6 1/8”L x 6 1/8”W x 6 1/2”H

PHOTOMETRICS
• See pg 114

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 30303-02

30303
MODEL

-02.. White
FINISH

PRODUCT DIMENSIONS 

5 1/8”L x 5 1/8”W

FINISHES

-02 White

 6 1/8" 

 6 1/8" 

 6 1/2" 

SPECIFICATIONS

LED
WATTS LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

14.4W 1180lm 3000K TRIAC 80+ 120°

More detailed specification information and performance data is available at www.eurofase.com
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FINISHES

-02 White

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS

30304

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 131 for housing specification

	 24052-016	 NEW CONSTRUCTION PLATE

Dimension	17”L x 12 3/4”W x 1 3/8”H
Cut Hole	 9 1/2”L x 5 1/8”W

Dimension	17”L x 12 3/4”W x 11 1/2”H
Cut Hole	 9 1/2”L x 5 1/8”W

	 30367-012	 AIRTIGHT IC BOX
	 24072-014	 INSULATED CEILING BOX

LAMPING
• 2 x 14.4W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 2360lm
• CRI: 80+

ELECTRICAL
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in white

DIMENSIONS
• Cut hole: 9 1/2”L x 5 1/8”W
• Fixture: 10 1/2”L x 6 1/8”W x 6 1/2”H 

PHOTOMETRICS
• See pg 114

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 30304-02

30304
MODEL

-02.. White
FINISH

PRODUCT DIMENSIONS

9 1/2”L x 5 1/8”W

SPECIFICATIONS

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

14.4W 2360lm 3000K TRIAC 80+ 120°

 6 1/2" 

 6 1/8" 

 10 1/2" 

More detailed specification information and performance data is available at www.eurofase.com



110 W W W. E U R O FA S E . C O M

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS

30305

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 131 for housing specification

	 24053-013	 NEW CONSTRUCTION PLATE

Dimension	22”L x 12 3/4”W x 1 3/8”H
Cut Hole	 13 3/8”L x 5 1/8”W

Dimension	22”L x 12 3/4”W x 11 1/2”H
Cut Hole	 13 3/8”L x 5 1/8”W

	 30368-019	 AIRTIGHT IC BOX
	 24073-011	 INSULATED CEILING BOX

LAMPING
• 3 x 14.4W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 3540lm
• CRI: 80+

ELECTRICAL
• Junction box has two 1/2” and four 3/4” knockouts 

for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable mounting 

clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in white

DIMENSIONS
• Cut hole: 13 3/8”L x 5 1/8”W
• Fixture: 14 7/16”L x 6 1/8”W x 6 1/2”H

PHOTOMETRICS
• See pg 115

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 30305-02

30305
MODEL

-02.. White
FINISH

PRODUCT DIMENSIONS 

13 3/8”L x 5 1/8”W

 6 1/2" 

 6 1/8" 

 14 7/16" 

SPECIFICATIONS

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

14.4W 3540lm 3000K TRIAC 80+ 120°

FINISHES

-02 White

More detailed specification information and performance data is available at www.eurofase.com
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FINISHES

-02 White

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS

     

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 131 for housing specification

	 24054-010	 NEW CONSTRUCTION PLATE

Dimension	26”L x 12 3/4”W x 1 3/8”H
Cut Hole	 17 3/8”L x 5 1/8”W

Dimension	26”L x 12 3/4”W x 11 1/2”H
Cut Hole	 17 3/8”L x 5 1/8”W

	 30369-016	 AIRTIGHT IC BOX
	 24074-018	 INSULATED CEILING BOX

LAMPING
• 4 x 14.4W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 4720lm
• CRI: 80+

ELECTRICAL
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately
	 (refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in white

DIMENSIONS
• Cut hole: 17 3/8”L x 5 1/8”W
• Fixture: 18 3/8”L x 6 1/8”W x 6 5/8”H

PHOTOMETRICS
• See pg 115

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 30306-02

30306
MODEL

-02.. White
FINISH

PRODUCT DIMENSIONS 

SPECIFICATIONS

 6 5/8" 

6 1/8" 

 18 3/8" 

30306

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

14.4W 4720lm 3000K TRIAC 80+ 120°

17 3/8”L x 5 1/8”W

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS

30307

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 131 for housing specification

	 24055-017	 NEW CONSTRUCTION PLATE

Dimension	24”L x 18”W x 1 3/8”H 
Cut Hole	 9 1/2”L x 9 1/2”W

Dimension	24”L x 18”W x 11 1/2”H 
Cut Hole	 9 1/2”L x 9 1/2”W

	 30370-012	 AIRTIGHT IC BOX
	 24075-015	 INSULATED CEILING BOX

ORDERING GUIDE

EXAMPLE: 30307-02

30307
MODEL

-02.. White
FINISH

9 1/2”L x 9 1/2”W

SPECIFICATIONS

 6 3/4" 

 10 5/8" 

 10 5/8" 

LAMPING
• 4 x 14.4W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 4720lm
• CRI: 80+

ELECTRICAL
• Junction box has two 1/2” and four 3/4” knockouts 

for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable mounting 

clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in white

DIMENSIONS
• Cut hole: 9 1/2”L x 9 1/2”W
• Fixture: 10 5/8”L x 10 5/8”W x 6 3/4”H

PHOTOMETRICS
• See pg 116

CUSTOMIZATION
• For customization, please consult Eurofase

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

14.4W 4720lm 3000K TRIAC 80+ 120°

PRODUCT DIMENSIONS  FINISHES

-02 White

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS

30308

*HOUSING OPTIONS (SOLD SEPARATELY): Refer to page 131 for housing specification

	 24056-014	 NEW CONSTRUCTION PLATE

Dimension	37 1/2”L x 12 3/4”W x 1 3/8”H 
Cut Hole	 25 1/4”L x 5 1/8”W

Dimension	37 1/2”L x 12 3/4”W x 11 1/2”H 
Cut Hole	 25 1/4”L x 5 1/8”W

	 30371-019	 AIRTIGHT IC BOX
	 24076-012	 INSULATED CEILING BOX

LAMPING
• 6 x 14.4W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 7080lm
• CRI: 80+

ELECTRICAL
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• 18 gauge powder coated steel housing
• Remodel housing complete with adjustable 

mounting clips suitable for 1/2” and 5/8” drywall
• New construction plate, insulated ceiling box and 

airtight IC box sold separately 
(refer to housing options)*

TRIM
• Extruded 6063 aluminum trim
• Powder coated finish
• Available in white

DIMENSIONS
• Cut hole: 25 1/4”L x 5 1/8”W
• Fixture: 26 1/4”L x 6 1/8”W x 6 1/2”H

PHOTOMETRICS
• See pg 116

CUSTOMIZATION
• For customization, please consult Eurofase

ORDERING GUIDE

EXAMPLE: 30308-02

30308
MODEL

-02.. White
FINISH

PRODUCT DIMENSIONS

25 1/4”L x 5 1/8”W

 6 1/2" 

 6 1/8" 

 26 1/4" 

SPECIFICATIONS 

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

14.4W 7080lm 3000K TRIAC 80+ 120°

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS PHOTOMETRICS LED

30303
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UNIT:cd
C0  /180

0
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AVERAGE BEAM ANGLE(50%):69.7 DEG

0.5m
69.64cm792.9/1339lx

1.0m
139.28cm198.2/334.9lx

1.5m
208.92cm88.10/148.8lx

2.0m
278.56cm49.56/83.71lx

2.5m
348.20cm31.72/53.58lx

Height Eavg/Emax DiameterAngle:69.71deg

Flux out:305.3 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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208.92cm88.10/148.8lx
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278.56cm49.56/83.71lx

2.5m
348.20cm31.72/53.58lx

Height Eavg/Emax DiameterAngle:69.71deg

Flux out:305.3 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

30304

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0  /180

0

140

280

420

560

700

AVERAGE BEAM ANGLE(50%):83.9 DEG

0.5m
70.23cm1565/2677lx
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140.46cm391.2/669.2lx

1.5m
210.69cm173.9/297.4lx

2.0m
280.92cm97.80/167.3lx

2.5m
351.15cm62.60/107.1lx

Height Eavg/Emax DiameterAngle:70.16deg

Flux out:648.8 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Flux out:648.8 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

D IFFUSED LENS PHOTOMETRICSLED

30305
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UNIT:cd
C0  /180

0
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380
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950

AVERAGE BEAM ANGLE(50%):92.2 DEG

0.5m
71.40cm2229/3734lx

1.0m
142.79cm557.2/933.5lx

1.5m
214.19cm247.7/414.9lx

2.0m
285.58cm139.3/233.4lx

2.5m
356.98cm89.16/149.4lx

Height Eavg/Emax DiameterAngle:71.05deg

Flux out:924.1 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

30306
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361.81cm118.6/197.5lx

Height Eavg/Emax DiameterAngle:71.78deg

Flux out:1230 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Flux out:1230 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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30308
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Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S
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L INEAR PANEL LED
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L INEAR PANELLED

30345

30346

PG 120

PG 121
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

L INEAR PANEL

30345-010

PRODUCT DIMENSIONS

47 1/4”L x 3 11/16”W

SPECIFICATIONSLAMPING
• 1 x 24W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options consult 
Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 1330lm
• CRI: 80+
• IP Rating: IP20

ELECTRICAL
• Junction box has two 1/2” and four 3/4” knockouts 

for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V
	 For 277V and 347V input options consult Eurofase

HOUSING
• Mounting clips suitable for 1/2” and 5/8” drywall
• Extruded 6063 aluminum housing
• Powder coated finish

DIMENSIONS
• Cut hole: 47 1/4”L x 3 11/16”W
• Fixture: 47 1/4”L x 4”W x 2”H

CUSTOMIZATION
• For customization, please consult Eurofase

 4" 2"

4" 

 47 1/4" 

Driver 
Box included

End Cap
included

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

24W 1330lm 3000K TRIAC 80+ 120°

More detailed specification information and performance data is available at www.eurofase.com
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L INEAR PANEL

30346-017

LAMPING
• 1 x 13W Integrated LED TRIAC Dimming. 

For 0-10V and alternate dimming options 
consult Eurofase

• Beam angle: 120˚
• Kelvin: 3000K
• Total lumens: 720lm
• CRI: 80+
• IP Rating: IP20

ELECTRICAL
• Junction box has two 1/2” and four 3/4” 

knockouts for through branch circuit wiring 
• Thermally protected
• Input voltage: 120V 

For 277V and 347V input options consult Eurofase

HOUSING
• Mounting clips suitable for 1/2” and 5/8” drywall
• Extruded 6063 aluminum housing
• Powder coated finish

DIMENSIONS
• Cut hole: 15 1/8”L (outer) x 11 9/16”L (inner) x 3 

11/16”W
• Fixture: 15 1/4”L x 15 1/4”W x 3 1/4”H

CUSTOMIZATION
• For customization, please consult Eurofase

PRODUCT DIMENSIONS

SPECIFICATIONS

 2 7/8" 

 2 1/2" 
 1 3/8" 

3 1/4" 

10" 

15 1/4" 

15 1/4" 

3 1/4" 

15 1/8”L (outer) x 11 9/16”L (inner) x 3 11/16”W

End Cap
included

Driver 
Box included

LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

13W 720lm 3000K TRIAC 80+ 120°

More detailed specification information and performance data is available at www.eurofase.com
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Linear Panels are great for indoor cove lighting. 
Available in "I" & "L" shape to make various turns 
and patterns. For example;  U shape, square shape 
or any shape with right angle, makes application 
more user friendly.

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

L INEAR PANEL

INSTALLATION STEPS 
1 2 3
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS

AMIGO 15W

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT
28717
28718

30536-012
DIMENSIONS:
11”L x 9”W x 1 3/8”H

CUT HOLE: 
3”L x 3”W

30532-023*
30532-014**

DIMENSIONS:
11”L x 9”W x 9 1/2”H

CUT HOLE:
3”L x 3”W

1-LT
28715
28716

30537-019
DIMENSIONS:
11”L x 9”W x 1 3/8”H

CUT HOLE:
ø3”

30533-028* 
30533-011**

DIMENSIONS:
11”L x 9”W x  9 1/2”H 

CUT HOLE:
ø3”

2-LT
36024
36025

36226-016
DIMENSIONS:
17”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
6 1/2”L x 3”W

36227-013* DIMENSIONS:
17”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
6 1/2”L x 3”W

3-LT
36026
36027

36229-017
DIMENSIONS:
25”L x 12”W x 1 3/8”H

CUT HOLE:
10”L x 3”W

36230-013* DIMENSIONS:
25”L x 12”W x 11 1/2”H

CUT HOLE:
10”L x 3”W

AMIGO LED 15W TRIMLESS

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX** 

1-LT
28721
28722

30535-015
DIMENSIONS:
11”L x 9”W x 1 3/8”H 

CUT HOLE:
3 1/4”L x 3 1/4”W

30531-021* 
30531-017**

DIMENSIONS:
11”L x 9”W x 9 1/2”H 

CUT HOLE:
3 1/4”L x 3 1/4”W

1-LT
28719
28720

30534-018
DIMENSIONS:
11”L x 9”W x 1 3/8”H 

CUT HOLE:
ø3 1/4”

30530-026* 
30530-010**

DIMENSIONS:
11”L x 9”W x 9 1/2”H 

CUT HOLE:
ø3 1/4”

2-LT
31765
31763

31877-015 DIMENSIONS:
17”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
6 13/16”L x 3 3/8”W

31879-023* 
31879-019**

DIMENSIONS:
17”L x 12 3/4”W x 11 1/2”H 

CUT HOLE:
6 13/16”L x 3 3/8”W

3-LT
31766
31764

31878-012
DIMENSIONS:
25”L x 12”W x 1 3/8”H 

CUT HOLE:
10 1/4”L x 3 3/8”W

31880-026*
31880-015**

DIMENSIONS:
25”L x 12”W x 11 1/2”H 

CUT HOLE:
10 1/4”L x 3 3/8”W

LED

AMIGO LED 15W TRIM

More detailed specification information and performance data is available at www.eurofase.com
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AMIGO 26WLED

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT
35139
35140

36214-013
DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE: 
6”L x 6”W

36215-010* DIMENSIONS:
12 3/4”L x 12 3/4”W x 11 1/2”H 

CUT HOLE:
6”L x 6”W

1-LT
35143
35144

36217-014
DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
ø6 1/8”

36218-011* DIMENSIONS:
12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
ø6 1/8”

2-LT
35355
35356

36220-014 DIMENSIONS:
20 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
12 3/8”L x 6 1/8”W

36221-011* DIMENSIONS:
20 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
12 3/8”L x 6 1/8”W

3-LT
35357
35358

36223-015
DIMENSIONS:
27 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
18 5/8”L x 6 1/8”W

36224-012* DIMENSIONS:
27 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
18 5/8”L x 6 1/8”W

AMIGO LED 26W TRIMLESS

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX** 

1-LT

35137
35138

36255-016
DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
6 1/4”L x 6 1/4”W

36203-017* DIMENSIONS:
12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
6 1/4”L x 6 1/4”W

1-LT
35141
35142

36205-011
DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
ø6 1/4”

36206-018* DIMENSIONS:
12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
ø6 1/4”

2-LT
35145
35146

36208-012 DIMENSIONS:
18 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
12 1/4”L x 6”W

36209-019* 
DIMENSIONS:
18 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
12 1/4”L x 6”W

3-LT
35147
35148

36211-012 DIMENSIONS:
24”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
18 1/2”L x 6”W

36212-019*
DIMENSIONS:
24”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
18 1/2”L x 6”W

AMIGO LED 26W TRIM

More detailed specification information and performance data is available at www.eurofase.com
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HOUSING SPECIFICATIONS
LED 15W LED

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE611LED

24063-012

 

DIMENSIONS:
11”L x 9”W x 1 3/8”H

CUT HOLE: 
4 3/16”L x 4 3/16”W

30378-018*
24083-010**

 

DIMENSIONS:
11”L x 9”W x 9 1/2”H

CUT HOLE:
4 3/16”L x 4 3/16”W

2-LT
TE612LED

24064-019 DIMENSIONS:
17”L x 8 3/4”W x 1 3/8”H

CUT HOLE:
8 9/16”L x 4 3/16”W

30379-015*
24084-017**

 

DIMENSIONS:
17”L x 8 3/4”W x 9 1/2”H

CUT HOLE:
8 9/16”L x 4 3/16”W

3-LT

TE613LED

24065-016 DIMENSIONS:
19 3/4”L x 8 3/4”W x 1 3/8”H

CUT HOLE:
12 5/8”L x 4 3/16”W

30380-011*
24085-014**

 

DIMENSIONS:
19 3/4”L x 8 3/4”W x 9 1/2”H

CUT HOLE:
12 5/8”L x 4 3/16”W

4-LT SQ

TE614BLED

24066-020 DIMENSIONS:
20”L x 18”W x 1 3/8”H

CUT HOLE:
8 9/16”L x 8 9/16”W

30382-015*
24086-028**

DIMENSIONS:
20”L x 18”W x 11 1/2”H

CUT HOLE:
8 9/16”L x 8 9/16”W

LED 15W TRIMLESS

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX** 

1-LT

TE161LED

24051-019 DIMENSIONS:
12 3/4”L x 11 1/4”W x 1 3/8”H

CUT HOLE:
5 1/8”L x 5 1/8”W

30366-015* 
24071-017** DIMENSIONS:

12 3/4”L x 11 1/4”W x 11 1/2”H

CUT HOLE:
5 1/8”L x 5 1/8”W

2-LT

TE162LED

24052-016 DIMENSIONS:
17”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
9 1/2”L x 5 1/8”W

30367-012* 
24072-014** DIMENSIONS:

17”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
9 1/2”L x 5 1/8”W

3-LT

TE163LED

24053-013 DIMENSIONS:
22”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
13 3/8”L x 5 1/8”W

30368-019*
24073-011**

DIMENSIONS:
22”L x 12 3/4”W x 11 1/2”H

CUT HOLE: 
13 3/8”L x 5 1/8”W

4-LT SQ

TE164BLED

24055-017 DIMENSIONS:
24”L x 18”W x 1 3/8”H

CUT HOLE:
9 1/2”L x 9 1/2”W

30370-012*
24075-015**

DIMENSIONS:
24”L x 18”W x 11 1/2”H

CUT HOLE:
9 1/2”L x 9 1/2”W

4-LT LINEAR

TE164ALED

24054-010 DIMENSIONS:
26”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
17 1/2”L x 5 1/8”W

30369-016*
24074-018**

DIMENSIONS:
26”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
17 1/2”L x 5 1/8”W

LED 15W TRIM

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE131LED

24057-011 DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
6 3/4”L x 6 3/4”W

30372-016*
24077-019**

DIMENSIONS:
12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
6 3/4”L x 6 3/4”W

2-LT

TE132LED

24058-018 DIMENSIONS:
20 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
12 3/4”L x 6 3/4”W

30373-013*
24078-016**

DIMENSIONS:
20 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
12 3/4”L x 6 3/4”W

3-LT

TE133LED

24059-015 DIMENSIONS:
27 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
18”L x 6 3/4”W

30374-010*
24079-013**

DIMENSIONS:
27 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
18”L x 6 3/4”W

4-LT SQ

TE134BLED

24061-018 DIMENSIONS:
20”L x 18”W x 1 3/8”H

CUT HOLE:
12 3/4”L x 12 3/4”W

30376-014*
24081-016**

DIMENSIONS:
20”L x 18”W x 11 1/2”H

CUT HOLE:
12 3/4”L x 12 3/4”W

4-LT LINEAR

TE134ALED

24060-011 DIMENSIONS:
34”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
23 5/8”L x 6 3/4”W

30375-017*
24080-019**

DIMENSIONS:
34”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
23 5/8”L x 6 3/4”W

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE221LED

24067-010

 

DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE: 
6 1/2”L x 6 1/2”W

30383-012*
24087-018** DIMENSIONS:

12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
6 1/2”L x 6 1/2”W

2-LT

TE222LED

24068-017

 

DIMENSIONS:
18 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
12 1/2”L x 6 1/2”W

30384-019*
24088-015** 

DIMENSIONS:
18 1/4”L x 12 3/4”W x 9 1/2”H

CUT HOLE:
12 1/2”L x 6 1/2”W

3-LT

TE223LED

24069-014

 

DIMENSIONS:
24”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
18 5/8”L x 6 1/2”W

30385-016*
24089-012**

DIMENSIONS:
24”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
18 5/8”L x 6 1/2”W

4-LT SQ

TE224BLED

24070-010 DIMENSIONS:
20”L x 18”W x 1 3/8”H

CUT HOLE:
13”L x 13”W

30386-013*
24090-018**

DIMENSIONS:
20”L x 18”W x 11 1/2”H

CUT HOLE:
13”L x 13”W

LED 26W TRIMLESS

LED 26W TRIM

More detailed specification information and performance data is available at www.eurofase.com
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HOUSING SPECIFICATIONS
GU10

*LED COMPATIBLELED

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE111GU10

24051-019 DIMENSIONS:
11 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
5 1/8”L x 5 1/8”W

30366-015*
24071-017**

 

DIMENSIONS:
11 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
5 1/8”L x 5 1/8”W

2-LT

TE112GU10

24052-016 DIMENSIONS:
17”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
9 1/2”L x 5 1/8”W

30367-012*
24072-014** DIMENSIONS:

17”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
9 1/2”L x 5 1/8”W

3-LT

TE113GU10

24053-013 DIMENSIONS:
22”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
13 5/8”L x 5 1/8”W

30368-019*
24073-011**

 

DIMENSIONS:
22”L x 12 3/4”W x 11 1/2”H

CUT HOLE: 
13 5/8”L x 5 1/8”W 

4-LT SQ

TE114BGU10

24055-017 DIMENSIONS:
24”L x 18”W x 1 3/8”H 

CUT HOLE:
9 1/2”L x 9 1/2”W  

30370-012*
24075-015** DIMENSIONS:

24”L x 18”W x 11 1/2”H

CUT HOLE: 
9 1/2”L x 9 1/2”W

4-LT LINEAR

TE114AGU10

24054-010 DIMENSIONS:
26”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
17 1/2”L x 5 1/8”W

30369-016*
24074-018** DIMENSIONS:

26”L x 12 3/4”W x 11 1/2”H

CUT HOLE: 
17 1/2”L x 5 1/8”W

    

GU10 TRIM

More detailed specification information and performance data is available at www.eurofase.com
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*LED COMPATIBLELED

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE211GU10

24063-012 DIMENSIONS:
11”L x 9”W x 1 3/8”H

CUT HOLE: 
4 3/16”L x 4 3/16”W

30378-018*
24083-010** 

DIMENSIONS:
11”L x 9”W x 9 1/2”H

CUT HOLE:
4 3/16”L x 4 3/16”W

2-LT

TE212GU10

24064-019 DIMENSIONS:
12”L x 8 3/4”W x 1 3/8”H

CUT HOLE:
8 9/16”L x 4 3/16”W

30379-015*
24084-017** DIMENSIONS:

12”L x 8 3/4”W x 9 1/2”H

CUT HOLE:
8 9/16”L x 4 3/16”W

3-LT

TE213GU10

24065-016 DIMENSIONS:
19 3/4”L x 8 3/4”W x 1 3/8”H

CUT HOLE:
12 5/8”L x 4 3/16”W

30380-011*
24085-014** 

DIMENSIONS:
19 3/4”L x 8 3/4”W x 9 1/2”H

CUT HOLE:
12 5/8”L x 4 3/16”W

4-LT SQ

TE214BGU10

24066-020 DIMENSIONS:
20”L x 18”W x 1 3/8”H

CUT HOLE:
8 9/16”L x 8 9/16”W

30382-015*
24086-028** DIMENSIONS:

20”L x 18”W x 11 1/2”H

CUT HOLE:
8 9/16”L x 8 9/16”W

 

GU10 TRIMLESS

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS
GU10

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS
PAR20

*LED COMPATIBLELED

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE161

24051-019 DIMENSIONS:
11 1/4” x 12 3/4”W x 1 3/8”H

CUT HOLE:
5 1/8"L x 5 1/8"W

30366-015*
24071-017** DIMENSIONS:

11 1/4” x 12 3/4”W x 11 1/2”H

CUT HOLE:
5 1/8"L x 5 1/8"W

2-LT

TE162

24052-016 DIMENSIONS:
17”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
9 1/2"L x 5 1/8"W

30367-012*
24072-014** DIMENSIONS:

17”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
9 1/2"L x 5 1/8"W

3-LT

TE163

24053-013 DIMENSIONS:
22”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
13 1/2"L x 5 3/16"W

30368-019*
24073-011** DIMENSIONS:

22”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
13 1/2"L x 5 3/16"W

4-LT SQ

TE164B

24055-017 DIMENSIONS:
24”L x 18”W x 1 3/8”H

CUT HOLE:
9 1/2"L x 9 1/2"W

30370-012*
24075-015**

DIMENSIONS:
24”L x 18”W x 11 1/2”H

CUT HOLE:
9 1/2"L x 9 1/2"W

4-LT LINEAR

TE164A

24054-010 DIMENSIONS:
26”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
17 1/2"L x 5 1/8"W

30369-016*
24074-018** DIMENSIONS:

26”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
17 1/2”L x 5 1/8”W

6-LT

TE166A

24056-014 DIMENSIONS: 
37 1/2”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
25 5/16"L x 5 1/8"W

30371-019*
24076-012** DIMENSIONS:

37 1/2”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
25 5/16”L x 5 1/8”W

PAR20 TRIM

More detailed specification information and performance data is available at www.eurofase.com
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*LED COMPATIBLELED

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS
PAR30

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE131

24057-011 DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
6 3/4”L x 6 3/4”W

30372-016*
24077-019** DIMENSIONS:

12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
6 3/4”L x 6 3/4”W

2-LT

TE132

24058-018 DIMENSIONS:
20 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
12 3/4”L x 6 3/4”W

30373-013*
24078-016**

DIMENSIONS:
20 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
12 3/4”L x 6 3/4”W

3-LT

TE133

24059-015 DIMENSIONS:
27 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
18”L x 6 3/4”W

30374-010*
24079-013**

DIMENSIONS:
27 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
18”L x 6 3/4”W

4-LT SQ

TE134B

24061-018 DIMENSIONS:
20”L x 18”W x 1 3/8”H

CUT HOLE:
12 3/4”L x 12 3/4”W

30376-014*
24081-016**

DIMENSIONS:
20”L x 18”W x 11 1/2”H

CUT HOLE:
12 3/4”L x 12 3/4”W

4-LT LINEAR

TE134A

24060-011 DIMENSIONS:
24”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
23 1/2”L x 6 3/4”W

30375-017*
24080-019** DIMENSIONS:

24”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
23 1/2”L x 6 3/4”W

6-LT

TE136A

24062-015 DIMENSIONS:
43 1/2”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
34 1/2”L x 6 3/4”W

30377-011*
24082-013**

DIMENSIONS:
43 1/2”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
34 1/2”L x 6 3/4”W

PAR30 TRIM

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS
PAR30

*LED COMPATIBLELED

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

TE221

31421-010 DIMENSIONS:
12 3/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
6”L x 6”W

31423-014*
31422-017** DIMENSIONS:

12 3/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
6”L x 6”W

2-LT

TE222

31424-011 DIMENSIONS: 
18 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
11 9/16”L x 6”W

31426-015*
31425-018** DIMENSIONS:

18 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
11 9/16”L x 6”W

3-LT

TE223

31427-015 DIMENSIONS:
24”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
17”L x 6”W

31429-016*
31428-019** DIMENSIONS:

24”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
17”L x 6”W

4-LT SQ

TE224B

24070-010 DIMENSIONS:
20”L x 18”W x 1 3/8”H

CUT HOLE:
13”L x 13”W

30386-013*
24090-018**

DIMENSIONS:
20”L x 18”W x 11 1/2”H

CUT HOLE:
13”L x 13”W

 

PAR30 TRIMLESS

More detailed specification information and performance data is available at www.eurofase.com132 W W W. E U R O FA S E . C O M
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

HOUSING SPECIFICATIONS
DIFFUSED LENSLED

REMODEL # NEW CONSTRUCTION PLATE AIRTIGHT IC BOX*
INSULATED CEILING BOX**

1-LT

30303

24051-019 DIMENSIONS:
11 1/4”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
5 1/8”L x 5 1/8”W

30366-015*
24071-017** DIMENSIONS:

11 1/4”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
5 1/8”L x 5 1/8”W

2-LT

30304

24052-016 DIMENSIONS:
17”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
9 1/2”L x 5 1/8”W

30367-012* 
24072-014**

DIMENSIONS:
17”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
9 1/2”L x 5 1/8”W

3-LT

30305

24053-013 DIMENSIONS:
22”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
13 3/8”L x 5 1/8”W

30368-019* 
24073-011**

DIMENSIONS:
22”L x 12 3/4”W x 11 1/2”H

CUT HOLE: 
13 3/8”L x 5 1/8”W

4-LT LINEAR

30306

24054-010
DIMENSIONS:
26”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
17 3/8”L x 5 1/8”W

30369-016*
24074-018**

DIMENSIONS:
26”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
17 3/8”L x 5 1/8”W

4-LT SQ

30307 24055-017 

DIMENSIONS:
24”L x 18”W x 1 3/8”H

CUT HOLE:
9 1/2”L x 9 1/2”W

30370-012*
24075-015**

DIMENSIONS:
24”L x 18”W x 11 1/2”H

CUT HOLE:
9 1/2”L x 9 1/2”W

6-LT LINEAR

30308

24056-014 DIMENSIONS:
37 1/2”L x 12 3/4”W x 1 3/8”H

CUT HOLE:
25 1/4”L x 5 1/8”W

30371-019*
24076-012** DIMENSIONS:

37 1/2”L x 12 3/4”W x 11 1/2”H

CUT HOLE:
25 1/4”L x 5 1/8”W

LED DIFFUSED

More detailed specification information and performance data is available at www.eurofase.com
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TRIM 
INSTALLATION

10 11

1 2 3

4 5 6

7 8 9

134 W W W. E U R O FA S E . C O M
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE LED

136 W W W. E U R O FA S E . C O M
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VERTICAL ADJUSTMENT: 20°

SANTO

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE
LED

138 W W W. E U R O FA S E . C O M
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32687-019
SANTO, 1-LIGHT LED FLUSHMOUNT

ADJUSTABLE 

ADJUSTABLE 

ADJUSTABLE 

5 1/2” 5 1/2”
6”

FINISH
• 18 gauge steel housing powder coated white
• Powder coated white gimbal with chrome reflector

LAMPING
• 1 x 11W Integrated LED
• Kelvin: 3500K
• Lumens per head: 1480lm
• Total Lumens: 1480lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 40°
• Vertical Adjustment: 20°

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

11W 1480lm 3500K TRIAC 80+ 40°
LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

11W 2960lm 3500K TRIAC 80+ 40°
LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

11W 4440lm 3500K TRIAC 80+ 40°
LED

32688-016
SANTO, 2-LIGHT LED FLUSHMOUNT

FINISH
• 18 gauge steel housing powder coated white
• Powder coated white gimbal with chrome reflector

LAMPING
• 2 x 11W Integrated LED
• Kelvin: 3500K
• Lumens per head: 1480lm
• Total Lumens: 2960lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 40°
• Vertical Adjustment: 20°

32689-013
SANTO, 3-LIGHT LED FLUSHMOUNT

FINISH
• 18 gauge steel housing powder coated white
• Powder coated white gimbal with chrome reflector

LAMPING
• 3 x 11W Integrated LED
• Kelvin: 3500K
• Lumens per head: 1480lm
• Total Lumens: 4440lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 40°
• Vertical Adjustment: 20°

SANTO

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE

5 1/2” 9 1/4”

6”

5 1/2”
12 3/4”

6 
1/

2”

More detailed specification information and performance data is available at www.eurofase.com
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NYMARK

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE
LED

VERTICAL ADJUSTMENT: 50°



141

REC
ESSED

 M
U

LTIP
LES &

 D
O

W
N

LIG
H

TS
  -  S

U
R

FA
C

E
 M

U
LT

IP
LE

ADJUSTABLE 

ADJUSTABLE 

ADJUSTABLE 

5”

10 1/2”

3 1/4”

5”

10 1/2”

3 1/4”

5”

16”

3 1/4”

5”

21 3/4”

3 1/4”

5”

21 3/4”

3 1/4”

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

10W 1700lm 3000K TRIAC 80+ 60°
LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

10W 2550lm 3000K TRIAC 80+ 60°
LED

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

10W 3400lm 3000K TRIAC 80+ 60°
LED

FINISH
• 18 gauge steel housing powder coated white
• Powder coated white gimbal with chrome reflector

LAMPING
• 2 x 10W Integrated LED
• Kelvin: 3000K
• Lumens per head: 850lm
• Total Lumens: 1700lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60°
• Vertical Adjustment: 50°

FINISH
• 18 gauge steel housing powder coated white
• Powder coated white gimbal with chrome reflector

LAMPING
• 3 x 10W Integrated LED
• Kelvin: 3000K
• Lumens per head: 850lm
• Total Lumens: 2550lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60°
• Vertical Adjustment: 50°

FINISH
• 18 gauge steel housing powder coated white
• Powder coated white gimbal with chrome reflector

LAMPING
• 4 x 10W Integrated LED
• Kelvin: 3000K
• Lumens per head: 850lm
• Total Lumens: 3400lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60°
• Vertical Adjustment: 50°

33617-015
NYMARK, 2-LIGHT LED SURFACE MOUNT

33618-012
NYMARK, 3-LIGHT LED SURFACE MOUNT

33619-019
NYMARK, 4-LIGHT LED SURFACE MOUNT

NYMARK

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE

More detailed specification information and performance data is available at www.eurofase.com
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EYEBALL LENS ROTATES 360 DEGREES
WITHIN THE FRAME

VISION

R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE
LED

142 W W W. E U R O FA S E . C O M
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE
VISION

4 
1/

2”

5 1/4”

5 
1/

4”

ADJUSTABLE 

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

5W 450lm 3000K TRIAC 80+ 60°
LED

FEATURE
• Rotatable gimbal 360º
• Omni directional

FINISH
• White powder coated aluminum gimbal with black powder 

coated heat sink
• 18 gauge powder coated steel

LAMPING
• 1 x 5W Integrated LED
• Kelvin: 3000K
• Lumen per head: 450lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60º

29489-015
VISION, 1-LIGHT LED SURFACE MOUNT

5 
1/

2”

ø 12 1/4”

ø 
12

 1
/4

”

ADJUSTABLE 

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

5W 1350lm 3000K TRIAC 80+ 60°
LED

FEATURE
• Rotatable gimbal 360º
• Omni directional

FINISH
• White powder coated aluminum gimbal with black powder 

coated heat sink
• 18 gauge powder coated steel

LAMPING
• 3 x 5W Integrated LED
• Kelvin: 3000K
• Lumen per head: 450lm
• Total Lumens: 1350lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60º

29486-014
VISION, 3-LIGHT LED SURFACE MOUNT

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE
VISION

4 
1/

2”
4 

3/
4”

14 3/4”ADJUSTABLE 

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

5W 1350Lm 3000K TRIAC 80+ 60°
LED

FEATURE
• Rotatable gimbal 360º
• Omni directional

FINISH
• White powder coated aluminum gimbal with black powder 

coated heat sink
• 18 gauge powder coated steel

LAMPING
• 3 x 5W Integrated LED
• Kelvin: 3000K
• Lumen per head: 450lm
• Total Lumens: 1350lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60º

29488-018
VISION, 3-LIGHT LED LINEAR SURFACE MOUNT

4 
1/

2”
4 

3/
4”

19 1/2”ADJUSTABLE 

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

5W 1800Lm 3000K TRIAC 80+ 60°
LED

FEATURE
• Rotatable gimbal 360º
• Omni directional

FINISH
• White powder coated aluminum gimbal with black powder 

coated heat sink
• 18 gauge powder coated steel

LAMPING
• 4 x 5W Integrated LED
• Kelvin: 3000K
• Lumen per head: 450lm
• Total Lumens: 1800lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60º

29482-016
VISION, 4-LIGHT LED LINEAR SURFACE MOUNT

More detailed specification information and performance data is available at www.eurofase.com
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R E C E S S E D  M U L T I P L E S  &  D O W N L I G H T S

SURFACE MULTIPLE
VISION

72
”

1”

14 1/4”

14 1/4”

14
 1

/4
”

6” 6”

14 1/4”

ADJUSTABLE 

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

5W 1800lm 3000K TRIAC 80+ 60°
LED

FEATURE
• Rotatable gimbal 360º
• Omni directional

FINISH
• White powder coated aluminum gimbal with black powder 

coated heat sink
• 18 gauge powder coated steel

LAMPING
• 4 x 5W Integrated LED
• Kelvin: 3000K
• Lumen per head: 450lm
• Total Lumens: 1800lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Beam Angle: 60º

29485-017
VISION, 4-LIGHT LED PENDANT

72
”

22”

14
 1

/4
”

1”

14 1/4”

6”7 3/4”

22”

ADJUSTABLE 

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

5W 2700lm 3000K TRIAC 80+ 60°
LED

FEATURE
• Rotatable gimbal 360º
• Omni directional

FINISH
• White powder coated aluminum gimbal with black powder 

coated heat sink
• 18 gauge powder coated steel

LAMPING
• 6 x 5W Integrated LED
• Kelvin: 3000K
• Lumen per head: 450lm
• Total Lumens: 2700lm
• CRI: 80+
• Dimming: TRIAC 

For 0-10V and alternate dimming options consult Eurofase
• Input Voltage: 120V 

For 277V and 347V input options consult Eurofase
• Integrated dimmable LED drive
• Beam Angle: 60º

29484-010
VISION, 6-LIGHT LED PENDANT

More detailed specification information and performance data is available at www.eurofase.com
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SURFACE MULTIPLE
VENUE
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2”
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”

9 1/2”

2 
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4”

ADJUSTABLE

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

9.2W 650lm 3000K TRIAC 80+ 120°
LED

FINISH
• 18 gauge white steel powder 

coated finish frame
• Modular LED heads
• Frosted lens

LAMPING
• 1 x 9.2W Integrated LED
• Kelvin: 3000K
• Lumen per head: 650lm
• CRI: 80+
• Dimming: TRIAC
• Input Voltage: 120V
• Beam Angle: 120º

27991-015
VENUE, 1-LIGHT LED SURFACE MOUNT

14
 1

/2
”

14 1/2”

2 
1/

4”

14 1/2”

ADJUSTABLE

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

9.2W 2600lm 3000K TRIAC 80+ 120°
LED

FINISH
• 18 gauge white steel powder 

coated finish frame
• Modular LED heads
• Frosted lens

LAMPING
• 4 x 9.2W Integrated LED
• Kelvin: 3000K
• Lumen per head: 650lm
• Total Lumens: 2600lm
• CRI: 80+
• Dimming: TRIAC
• Input Voltage: 120V
• Beam Angle: 120º

27992-012
VENUE, 4-LIGHT LED SQUARE SURFACE MOUNT

24 3/4”
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1/

2”
2 

1/
4”

14
 1/

2”

ADJUSTABLE

WATTS
PER HEAD

TOTAL 
LUMENS KELVIN DIMMABLE CRI BEAM 

ANGLE

9.2W 2600lm 3000K TRIAC 80+ 120°
LED

FINISH
• 18 gauge white steel powder 

coated finish frame
• Modular LED heads
• Frosted lens

LAMPING
• 4 x 9.2W Integrated LED
• Kelvin: 3000K
• Lumen per head: 650lm
• Total Lumens: 2600lm
• CRI: 80+
• Dimming: TRIAC
• Input Voltage: 120V
• Beam Angle: 120º

27993-019
VENUE, 4-LIGHT LED LINEAR SURFACE MOUNT

More detailed specification information and performance data is available at www.eurofase.com 147
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